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Preface 



Audience and Purpose 

The IBM 5531 Industrial Computer Operator's Guide, part number 6219637, is intended for 
anyone who is responsible for cabling and operating the IBM 553 1 Industrial Computer. This 
book provides the information you need to cable and operate your IBM 5531 Industrial 
Computer, It also contains information on how to check for a problem that may occur. 

How This Book Is Organized 

This book contains five chapters and a glossary of the terms and abbreviations. The book 
contains the following chapters: 

Chapter 1. Introducing the IBM 5531 Industrial Computer. This chapter provides a brief 
description of the system unit, keyboard, and display. Chapter 1 also shows a typical IBM 
Industrial Computer configuration. 

Chapter 2. Cabling the IBM 5531 Industrial Computer. This chapter provides step-by-step 
instructions for connecting the cables to the system and running the power-on self-test (POST). 

Chapter 3. Diskettes and Utilities. This chapter provides information on handling diskettes, 
write-protecting diskettes, and inserting and removing diskettes. Chapter 3 also describes the 
Thermal Warning program. 



iii 
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How This Book Is Organized (continued) 

Chapter 4. Checking and Replacing Filters. This chapter provides instructions on checking and 
replacing the filters on the system unit and on an IBM Industrial Color Display. 

Chapter 5. Problem Determination Procedures. This chapter provides steps for correcting 
problems that may occur. The chapter shows how to check electrical and communications 
connections, how to adjust screen alignment, and how to correct other problems that may occur. 

Appendix A. Option List. The Option List is to be used for determining which options are 
installed in your system. 

How to Use This Book 

When using this book, disregard any reference to options or adapters that are not a part of your 
system. The final configuration of your system depends on your choice of the various options 
and adapters that are available. 

This book is intended to cover options and adapters that may or may not be installed in your 
system. 

Chapters 1,2, and 3 are meant to be read in order. 

Chapter 1 shows you the components of an IBM Industrial Computer system. Once you are 
familiar with the system. Chapter 2 shows you how to connect the cables. Chapter 3 shows you 
how to insert a diskette in the diskette drive. 

Refer to Chapter 4 when you need to check or replace the filters on the system unit and the 
display. 

Refer to Chapter 5, "Problem Determination Procedures," to correct problems that occur during 
system use. 

Each of the five chapters has an external tab to help you find the chapter more easily. 
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Where to Store This Book 



Store this book in the Operator's Guide binder. 

Diskettes Included with This Book 

Two diskettes are included with this book. They are in a plastic holder at the back of this 
book. These diskettes are: 

• Industrial Computer Utilities, which is used with Chapter 3. 



• Industrial Computer Diagnostics, which is used with Chapter 5, "Problem 
Determination Procedures." 

Related Publications 

Related publications are: 

• IBM 5531 Industrial Computer Installation and Setup Manual, part number 6523287, which 
is intended for anyone who is responsible for installing and setting up the IBM 5531 
Industrial Computer. 

• IBM 5531 Industrial Computer Maintenance Information, part number 621 9638, 
which contains detailed problem determination procedures and removal and 
replacement procedures. This book is intended for someone who has experience with 
servicing computers. 

• IBM 5531 Industrial Computer Technical Reference, System Unit, part number 6219639, 
which is intended for experienced programmers and engineers. 

• IBM Industrial Computer Technical Reference, Options and Adapters (3-volume set) part 
number 6523262. 
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Reference Publications 

You may need to use the following publications for reference: 

• IBM Personal Computer Disk Operating System (DOS), Version 2.1 or later 

• IBM Personal Computer BA SIC. 

If you install any options in your 5531 Industrial Computer, you should refer to the information 
that accompanies the option. 
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Chapter 1 . Introducing the IBM 5531 Industrial Computer 



This chapter describes the hardware for the IBM 553 1 Industrial Computer. Illustrations 
identify power controls and power connectors as well as other parts of the hardware. Familiarize 
yourself with the parts identified in each illustration. Throughout the book, we refer to these 
parts. 

The basic IBM 5531 Industrial Computer consists of a system unit and a keyboard. The system 
unit contains a dual-sided diskette drive, a Diskette Drive Adapter, a Combination Adapter, 
128KB or 256KB of memory, and additional expansion slots. Your system may include a fixed 
disk drive, a Color/Graphics Monitor Adapter, or other options and adapters. 

When reading this book, disregard any reference to options or adapters that are not a part of 
your system. 

The keyboard, which is used to send data to the system, attaches to the system unit with a 2-meter 
(6-foot) coiled cable. The keyboard consists of three sections: the typewriter keys, the numeric 
keypad, and the function keys. 
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Introducing the IBM 5531 Industrial Computer 



Typical IBM Industrial Computer 

A typical IBM Industrial Computer system consists of a system unit, a keyboard, and a 
display. The display may be an IBM Industrial Display, or it may be a non-IBM display. The 
examples used in this book show an IBM Industrial Display. 

IBM industrial display 



L 
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System Unit 

The most important part of the IBM 5531 Industrial Computer is the system unit. The system 
unit controls the operation of your system. It accomplishes this through sets of instructions 
called programs. 

Many of the programs for the 5531 are written in IBM BASIC, a programming language that is 
already installed in your system. You can also use several other IBM-supported programming 
languages to write your own programs. You should have an understanding of fundamental 
programming concepts if you intend to write programs. Various program packages available 
from your industrial dealer will also help you meet a variety of business and personal needs. 

The system unit stores data on either a fixed disk drive or on the diskettes that are used in the 
diskette drive. The system unit allows you to retrieve data stored on a fixed disk or on a 
diskette. The set of programs that controls such operations is known as an operating system, an 
example of which is the IBM Disk Operating System (DOS). The reference manuals IBM Disk 
Operating System (DOS) and IBM BASIC describe the commands that allow you to store or 
retrieve information. If you choose to write your own operating system, refer to the IBM 5531 
Industrial Computer Technical Reference. 

The system unit contains at least one diskette drive (referred to as drive A), a Diskette Drive 
Adapter, and a Combination Adapter. 

The Diskette Drive Adapter allows you to use the dual-sided diskette drive that is installed in the 
system unit. 

The Combination Adapter allows you to use asynchronous communications and/or attach a 
printer to the system unit. This adapter comes configured for primary communications 
operation and RS-232C asynchronous communications. If you use any other type of 
communications, you must have the appropriate communications adapter installed. For 
information on available communications options, see your place of purchase. 

For a hsting of options or adapters, refer to "Options or Adapters for the IBM 5531 Industrial 
Computer" near the end of this chapter. 
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Introducing the IBM 5531 Industrial Computer 



System Unit (continued) 



The following illustrations show a front and a rear view of the system unit. The illustrations 
identify all important parts of the system unit. 

Front View ^ 




Power 
switch 



Note: You may or may not have ordered a keylock for the drive cover door. 



Rear View 



Fixed disl< 

drive adapter (optional) 




Color/graphics 

monitor adapter (optional) 



Diskette 
Combination drive adapter 
adapter 



Power-cord 
connector 



Keyboard-cable 
connector 
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The keyboard connects to the system unit. The keyboard contains three types of keys: the 
typewriter keys, the function keys, and the keys on the numeric keypad. FamiHarize yourself 
with the keyboard by looking at the illustrations and reading the descriptions of the keys. 





Keyboard 
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Introducing the IBM 5531 Industrial Computer 



Keyboard (continued) 




The typewriter keys function as those on a standard typewriter. However, some keys perform 
special functions. The functions of these keys are described in the following table. 



Kev 


Description 


Caps Lock 


Caps Lock, when pressed once, locks the characters A through Z in 
the uppercase position. To shift to lowercase characters while 
Caps Lock is on, press the Shift key. To return to lowercase, press 
the Caps Lock key again. 


Enter 

J 


The function of the Enter key is defined by the programming 
language or application you are using. Refer to the appropriate 
manual for information on the function of the Enter key. 


PrtSc* 


This key works only if you have a printer. Pressing the PrtSc (Print 
Screen) key together with the Shift key prints a copy of whatever is 
displayed on the screen. If the information on the screen consists 
of alphanumeric characters, as in a program listing, that 
information is printed. If the information on the screen consists of 
graphics characters, it can be reproduced only by a printer that 
supports graphics printing. 
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Keyboard (continued) 



Key 


Description 


Backspace 
•4- 


Backspace moves the cursor one space to the left, erasing the 
existing character. 


Space bar 


The Space bar moves the cursor to the right. Any character the 
cursor moves over is replaced with a blank. 


Alt 


Alt (Alternate) makes it easy for you to type BASIC statement 
keywords. When you press Alt together with any alphabetic key (A 
through Z), the BASIC keyword is entered. You can use Alt with 
Ctrl (Control) and Del (delete); see "Special Key Combination" at 
the end of the keyboard section. You can also use Alt together 
with any of the keys on the numeric keypad to enter ASCII codes. 
Refer to IBM Personal Computer BASIC for more information on 
the Alt key. 


Ctrl 


Ctrl (Control) performs a variety of functions. These functions are 
described in the manual that came with your operating system or 
application program. You can use Ctrl together with Alt (Alternate) 
and Del (Delete); see "Special Key Combination" at the end of the 
keyboard section. 


Esc 


Refer to the manual that came with your operating system or 
application program for information on the function of the Esc 
(Escape) key. 


Tab 


Tab moves the cursor to the next tab stop. Refer to the manual 
that came with your operating system or application program for 
information on how tab stops are defined. 


Shift 


The keyboard has two shift keys. Pressing either of these keys 
changes the alphabetic keys to the uppercase state. Then, when 
you press the alphabetic keys, the characters appear as capital 
letters. 
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Introducing the IBM 5531 Industrial Computer 



Keyboard (continued) 



Numeric Keypad The illustration shows the keys on the numeric keypad. The table that follows explains the use 
of each key on the numeric keypad. 



: 


f Num 
Lock 

— L 


11^ 


rolir 
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PgUp 
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PgDn 


n 




Ins 


^ 1 
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Keyboard (continued) 



Key 


Description 


Num Lock 


Pressing Num Lock (Numeric Lock) once places keys through 9 of 
the numeric keypad in the numeric state. Then, when you press 
any one of these keys (0 through 9), a number appears on the 
screen. Pressing Num Lock again returns keys through 9 to the 
cursor-control function. 


Scroll Lock 


Refer to the manual that came with your operating system or 
application program for information on the use of Scroll Lock. 


Ins 


Ins (Insert), when pressed, enables you to add characters in the 
middle of a line. Pressing Ins again returns the key to normal 
operation. 


T 


Cursor Up moves the cursor to the preceding line. 




Cursor Down moves the cursor to the next line. 




Cursor Right moves the cursor one character position to the right. 


^ 


Cursor Left moves the cursor one character position to the left. 


Home 


Refer to the manual that came with your operating system or 
application program for information on the use of the Home key. 


End 


End moves the cursor one position to the right of the last character 
on a line. 


PgUp 


Refer to the manual that came with your operating system or 
application program for information on the use of the PgUp (Page 
Up) key. 


PgDn 


Refer to the manual that came with your operating system or 
application program for information on the use of the PgDn (Page 
Down) key. 


Plus (+) or 
Minus (-) 


When the Plus or the Minus key is pressed, a plus or a minus sign 
appears on the screen. 


Del 


You can use Del (Delete) with Alt (Alternate) and Ctrl (Control); see 
"Special Key Combination" at the end of the keyboard section. 
Refer to the manual that came with your operating system or 
application program for information on the use of the Del (Delete) 
key. 
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Introducing the IBM 5531 Industrial Computer 

Keyboard (continued) 

m 



Function Keys 



a 

F5 

y> — M 



F7 



F9 



F4 

y> — ^ 



F6 





The function keys (Fl through FIO) are always under program control. Refer to the manual that 
came with your operating system or application program for information on the use of the 
function keys. 



Special Key Combination 



The Alt (Alternate), Ctrl (Control), and Del (Delete) keys can be pressed simultaneously to 
perform a system reset. All three keys must be pressed at the same time. Doing a system reset 
with these keys is faster than setting the system unit's Power switch to Off and then to On again 
when you wish to start over (insert a new program and so on). 
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Keyboard (continued) 



Adjusting the Keyboard Tilt Position 

The tilt of the keyboard can be adjusted for your typing comfort. To adjust the tilt, hold the 
keyboard. Firmly push in the adjustable handles, and turn them to the desired position as 
shown below. 



Adjustable handles 




Level position Tilt position 1 Tilt position 2 
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Introducing the IBM 5531 Industrial Computer 



IBM Industrial Display 

You can attach a display to the system unit. The display may be an IBM Industrial Display or a 
non-IBM display. The illustrations show a front and a rear view of an IBM Industrial Display 
and identify the important parts for you. 



Warning: Make sure the display you are using, like an IBM Industrial Display, has been 
specifically designed for an industrial environment; otherwise, you may damage your 
display. 

Front View 




Power-on control 
Contrast control 
Brightness control 



indicator 



The illustration shows the Power-on control, the Contrast control, the Brightness control, and 
the Power-on indicator. When switching on power to an IBM Industrial Display, use the Power 
control. A Power-on indicator light lets you know that power is switched on. The Contrast 
control is used to increase or decrease the intensity of black, blue, green, cyan, red, magenta, 
brown, and white. The Brightness control is used to increase or decrease the brightness of the 
entire screen. 
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IBM Industrial Display (continued) 



Rear View 




Vertical size 
control 



The illustration shows the signal cable that connects the display to the system unit and the power- 
cord connector for the display. The illustration also shows the vertical-hold control and the 
vertical size control. Use the vertical hold control only when the screen presentation is rolling 
from top-to-bottom or from bottom-to-top. Use the vertical size control only when the 
character size is incorrect. 
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Introducing the IBM 5531 Industrial Computer 

Options or Adapters for the IBM 5531 Industrial Computer 

Some options or adapters that may be installed in the IBM 5531 Industrial Computer are: 

• 64/256KB Memory Expansion option 

• Monochrome Display and Printer Adapter 

• 3278/3279 Emulation Adapter 

• IBM Personal Computer Cluster Adapter 

• Binary Synchronous Communications (BSC) Adapter 

• SDLC Adapter 

• Color/Graphics Monitor Adapter 

• Graphics Memory Expansion 

• General Purpose Interface Bus (GPIB) Adapter 

• Data Acquisition and Control Adapter 

• Enhanced Graphics Adapter 

• 10Mb Fixed Disk Drive Kit 

• PC Network Adapter 

• Asynchronous Communications Adapter 

Other options include the keylock for the drive cover door on the system unit, and the 
Combination Adapter cable for use with the Combination Adapter card installed in the system 
unit. 

For information about these and other options, contact your place of purchase. 



Summary 

Chapter 1 explained the components of the IBM 5531 Industrial Computer. The chapter 
showed you the hardware contained in a typical system. The illustrations identified the 
important parts of each system component. Chapter 1 also described the functions of the keys 
on the 553 1 keyboard. 
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Chapter 2. Cabling the IBM 5531 Industrial Computer 



This chapter provides step-by-step instructions for connecting the cables to the system unit and 
running the power-on self-test (POST). 

This chapter shows you how to: 

• Connect the cables to the system unit 

• Run the power-on self-test (POST). 

You should follow the steps in the order they are given. 
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2-1 



Cabling the IBM 5531 Industrial Computer 

Connecting the Cables 

To connect the cables: 

1 . Place the keyboard next to the system unit, and connect the keyboard cable as shown. 




2. Place the keyboard in front of the system unit. Make sure the keyboard cable is as shown. 
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Connecting the Cables (continued) 

3. Make sure that the Power switch is set to Off. 




I is the international symbol for On. 
O is the international symbol for Off. 

) 



I 
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Cabling the IBM 5531 Industrial Computer 



Connecting the Cables (continued) 

4. Connect the system unit's power cord to the back of the system unit. 
CAUTION 

This product is equipped with a line cord and plug designed for your safety. They are to be used 
with a properly grounded power receptacle to avoid possible electrical shock. 




5. Place the display at convenient location or within cable distance from the system unit. 

6. Connect the display's power cord to the back of the display. 
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Connecting the Cables (continued) 



7. Connect the display's signal cable to the system unit as shown below. Use a flat-blade 
screwdriver to tighten the screws. 




cable 

Before you plug the power cords in to the power outlets, you need to install cable-retaining 
brackets on both the display and the system unit. 

8. Loosen the two screws on the system unit as shown below. 
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Cabling the IBM 5531 Industrial Computer 



Connecting the Cables (continued) 



9, Place the cable-retaining bracket over the cables on the system unit. Make sure that the 
screws are aligned in the two slots in the bracket. Also, make sure that the bracket fits 
securely over the cables. When the bracket is secure, tighten the screws. 
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Connecting the Cables (continued) 
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Cabling the IBM 5531 Industrial Computer 



Running the Power-On Self-Test (POST) 



The power-on self-test runs every time you set system power on and tests the base system and 
memory. The POST takes between 13 and 90 seconds to run, depending on the amount of 
memory installed in the system unit. As the POST is running, the amount of memory already 
tested is displayed on the screen. The number increases until it is equal to the amount of 
memory installed. If the POST has finished successfully, you will hear one short beep. 

1 . Adjust the controls on the display for maximum brightness and contrast. 

2. Switch on the power to all attached devices (display, printer, and so on). 

3 . Set the system unit's Power switch to On. 

As the POST is running, a series of messages similar to the following example should be 
displayed on the screen: 



Note: If your screen does not look similar to the example, or if nothing appears on the 
screen, refer to Chapter 5, "Problem Determination Procedures." 
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Running the Power-On Self Test (POST) (continued) 



As we mentioned before, when the POST has finished successfully, you will hear one short beep. 
Then, the following screen should appear: 



The IBM Personal Computer Basic 
Version X.XX Copyright IBM Corp. I98I 
XXXX Bytes Free 
Ok 



ILIST 2RUN 3L0AD"4SAVE"5C0NT 6LPT1 7TR0N 8TR0FF 9KEY OSCREEN 



If you heard one short beep and your screen looks like the example above, then the system 
completed its power-on self-test successfully. You are now ready to begin using the 553 1 
Industrial Computer. 

If you did not hear a beep, if nothing appeared on the screen, or if the screen is not centered 
properly, refer to Chapter 5, "Problem Determination Procedures." 

Note: If a program from a diskette or an operating system from the fixed disk drive is 
automatically loaded, the first screen that appears will look different from our example. If 
the displayed screen is correct, you are now ready to begin using the 5531 Industrial 
Computer. 
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Cabling the IBM 5531 Industrial Computer 



Running the Power-On Self-Test (POST) (continued) 



Summary 



You have connected all the cables. You have run the power-on self-test to make sure the system 
unit is working correctly. 
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Chapter 3. Diskettes and Utilities 



This chapter provides information on handling diskettes, write-protecting a diskette, inserting a 
diskette in the diskette drive, and removing a diskette from the diskette drive. 
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Diskettes and Utilities 



Handling Diskettes 

Before you insert a diskette in the drive, you should be aware of the proper way to handle 
diskettes. The following illustrations show how to handle diskettes. 



Proper 
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Write-Protecting a Diskette 



When a diskette is write-protected, no information can be stored (written) on the diskette. 
To write-protect a diskette, cover the notch on the side of the diskette with a write-protect tab. 




Write-protect tab 



If you want to store (write) information on a diskette that is write-protected, you must remove 
the write-protect tab. 
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Diskettes and Utilities 

Inserting and Removing a Diskette from the Drive 

Inserting a Diskette in the Diskette Drive 

To insert a diskette in the diskette drive: 
1 . Open the drive cover door. 




2. Open the drive load lever. 




Load lever 
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Inserting and Removing a Diskette from the Drive (continued) 

3. Insert the diskette in the diskette drive as shown. 

Note: Make sure that the diskette label faces up and is in the position shown below. 




4. Close the drive load lever. 

5 . Press the Alt, Ctrl, and Del keys together to load the program. 

In a moment, the in-use light will blink. The light lets you know that the system is using the 
diskette drive. 

Warning: Do not open the drive load lever when the in-use light is on. Your diskette data 
may be damaged if you do. 

Removing a Diskette from the Diskette Drive 

To remove a diskette from the diskette drive: 

1 . Open the drive cover door . 

2. Make sure that the in-use light is off. 

Warning: Do not open the drive load lever when the in-use light is on. Your diskette data 
may be damaged if you do. 

3. Open the drive load lever and remove the diskette. 



Chapters. Diskettes and Utilities 3-5 



Diskettes and Utilities 



IBM Industrial Computer Utilities 

If your IBM Industrial Computer does not have the reahime clock and thermal utilities installed, 
refer to the IBM 5531 Industrial Computer Installation and Setup Manual. 

Thermal Warning 

To activate the Thermal Warning program, when the DOS prompt appears, type THERMAL 
and press the Enter key. The Thermal Warning program is now loaded in DOS. 

While using DOS, if the internal operating temperature of the IBM 5531 Industrial Computer 
exceeds its design limits, the message THERMAL WARNING will be posted on line 25 of the 
display. The message will also contain the time the thermal warning was detected. The system 
will continue to run with this message displayed and the system beeper sounding at 10-second 
intervals for 10 minutes. 

Warning: If you do not respond to this warning, the program you have been using 
automatically stops. However, the system unit continues to run. 

If the temperature returns to normal before the 10 minutes is up, the timer and beeper reset and 
the message THERMAL NORMAL is displayed. If after 10 minutes the temperature has not 
returned to normal, and the program has stopped, switch off the system unit's power, and allow 
the system unit to cool. Check the filter in the system unit. Refer to Chapter 4, "Checking and 
Replacing Filters . ' ' Then you can restart the system and begin work again. If you still have 
problems, contact your service representative. 



Summary 

In this chapter, you learned how to handle diskettes and how to insert a diskette in the diskette 
drive. You learned how some of the keys work on the 553 1 . In general, you have become 
familiar with the 553 1 . You also learned how to handle a thermal warning. 
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Chapter 4. Checking and Replacing Filters 



This chapter describes how to check and replace the filters in the IBM 5531 Industrial Computer 
and an IBM Industrial Color Display. You will need to check them at least once a week or as 
often as necessary depending on your environmental conditions. The filters protect the system 
unit and display from any particles that would otherwise enter and damage them. 

Refer to this chapter when you need to check or replace the filters. 
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Checking and Replacing Filters 

System Unit Filter 

Checking and Replacing the System Unit Filter 

The filter is located on the front left side of the system unit. 



System unit filter' 




To check or replace the filter: 

1 . Make sure the system unit's Power switch is set to Off. 

2. Slide the filter frame out of the system unit. 
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System Unit Filter (continued) 



3. Check the filter. If necessary, remove the filter from the frame, and replace it with a 
new one. 

If you need new filters, contact your place of purchase. 




Before you slide the frame back into the system unit, notice that there are arrows on the side of 
the frame. The arrows indicate the top of the frame. When you replace the filter, make sure 
the arrows are pointing up. 

Warning: The filter frame must be inserted completely for proper operation. DO NOT 
FORCE the filter frame into the system unit! Remove it and try again. Make sure the 
arrows on the side of the filter frame are pointing up. 

4. Slide the filter frame into the system unit. 
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Checking and Replacing Filters 

IBM Industrial Color Display Filter 

Checking and Replacing an IBM Industrial Color Display Filter 

You need a flat-blade screwdriver for this procedure. The display filter is located on the bottom 
of the display. 

To check or replace the display filter: 

1 . Set the system unit's Power switch to Off. 

2. Set the display's Power control to Off. 

3. Unplug the system unit and display from the power outlet. 

4. Place the display off to the side of the system unit. 

Note: You may need to disconnect the display from the system unit to set the display off to 
the side. If so, do it before you move the display. You may damage the cord if you do not 
disconnect it. 

5. Turn the display on its side as shown below. Make sure that you do not set it on the side 
with the controls. 
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IBM Industrial Color Display Filter (continued) 



6. Locate the eight cover snaps. Place a flat-blade screwdriver under the cover by the snaps 
and pop them open as shown. 
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Checking and Replacing Filters 

IBM Industrial Color Display Filter (continued) 

7. Remove the bottom covers and check the filters. Replace the filters if necessary. 
If you need new filters, see your place of purchase. 




8. Replace the bottom covers. Push the cover snaps back into place. 

9. Return the display to its normal operating location. Reconnect all cables (refer to Chapter 
2, "Cabling the IBM 5531 Industrial Computer," if you need help.) 
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Chapter 5. Problem Determination Procedures 



If you experience a problem with your IBM 5531 Industrial Computer or an IBM Industrial 
Color Display, the problem determination procedures will help you find which unit in your 
system is failing. The procedures can also be used to check that your system is operating 
correctly. Follow the step-by-step instructions and answer yes or no to the questions asked. 

As part of the problem determination, use the Diagnostics diskette, which is at the back of this 
manual. The diskette contains a series of tests that check the units of your system: the system 
unit, keyboard, and display. The tests are performed in sequence. Follow the steps and 
instructions that appear on the screen and use this chapter for screen reference. 

The chapter contains the following sections: 

• Checking Electrical Connections 

• Checking the IBM Cluster Adapter 

• Running the Power-On Self-Test 

• Formatting a Diskette 

• Diagnostic Test Error Messages 

• Loading Diagnostics 

• System-Test Reference Screens 

• Adjusting Screen Alignment. 
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Problem Determination Procedures 



Checking Electrical Connections 

If all of your system components power-on successfully, go to "Checking the IBM Cluster 
Adapter" in this chapter. 

If all or any one of your system components does not power on when you set the Power switch to 
On, you should check for an electrical problem. 

1 . Set the system unit's Power switch to Off. 

2. Set the display's Power switch to Off. 

3. Unplug the system unit and display from the power outlets. 

4. Check the power outlets by plugging in a lamp (or some other device) that works . 

5. Does the power outlet(s) work? 
YES - Continue with Step 6. 

NO - Repair the outlet(s) or plug the system into a working outlet(s). Switch the system 
power on. If the problem still exists, continue with Step 6. If the problem no 
longer exists, go to ' 'Checking the IBM Cluster Adapter" in this chapter. 

6. Make sure the system unit's and display's Power is set to Off. 

7. Remove the cable-retaining brackets from the system unit and the display. Disconnect all 
attached devices. 

8. Connect each cable to the proper connector on the system unit and the display. Replace the 
cable-retaining brackets. 

9. Plug the power cords for the system unit and the display in the power outlets. 

10. Set the system unit's and display's Power switch to On. 

1 1 . Does the system power on? 

YES - You have completed this section successfully. 

NO - Set the system unit's and display's Power switches to Off. Go to "Loading 
Diagnostics" in this chapter. 
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Checking the IBM Cluster Adapter 



Note: If you do not have an IBM Cluster Adapter, continue with the next section. 

The IBM Cluster Adapter is sold with a terminating plug. This procedure requires that you use 
that plug. 

1 . Disconnect the coaxial cable from the Cluster Adapter's connector. 

2. Install the terminating plug (IBM part number 6320352) on the Cluster Adapter's connector 
as shown below. 

Cluster adapter 
connector 



You have completed connecting the cluster adapter terminating plug. Continue with the next 
section. 





Terminating 
plug 
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Running the Power-On Self-Test (POST) 



The power-on self-test runs every time you set system power on and tests the base system and 
memory. The POST takes between 13 and 90 seconds to run, depending on the amount of 
memory installed in the system unit. As the POST runs, the amount of memory tested is 
displayed on the screen. The number increases until it is equal to the amount of memory 
installed. If the POST has finished successfully, you will hear one short beep. 

1 . Set the controls on your display for maximum brightness and contrast. Refer to the manual 
that came with your display if necessary. 

2. Set the display' s Power control to On . 

Note: If you have a PC Network Adapter installed, a translator unit must be plugged in 
and powered On to successfully complete the POST. 

3. Set the system unit's Power switch to On. 

As the POST is running, something similar to the following example should be displayed in the 
upper-left corner of the screen: 

XXX KB OK 



V 
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Running the Power-On Self-Test (POST) (continued) 



As we mentioned before, when the POST has finished, you will hear one short beep. 
Then, the following screen should appear: 



If you heard one short beep and your screen looks like the example above, then the system 
completed its power-on self-test successfully. Go to the section, "Formatting a Diskette," in 
this chapter. 

Note: If a program from a diskette or an operating system from the fixed disk drive is 
automatically loaded, the first screen that appears will look different from our example. 
If this screen is correct (for the operating system you are using), you are ready to format a 
diskette and begin running the diagnostic tests. 

If nothing appears on the screen, you did not hear a beep, an error message appears, or if the 
screen is not centered properly, continue with the next section, "Industrial Computer 
POST Errors." 




The IBM Personal Computer Basic 
Version X.XX Copyright IBM Corp. I98I 
XXXX Bytes Free 

■■■■■■■■■■■■■■■■■ 
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Industrial Computer POST Errors 

In the following examples, find your screen response and audio response. Then follow the 
instructions in the box labeled "Action." 

Warning: If the instructions tell you to have a unit serviced, and that unit has a fixed disk drive, 
we recommend that you back up all disk files onto diskettes. Normal shipping and handling can 
result in permanent loss of data from your fixed disk drives. Refer to the IBM DOS manual for 
a description of the BACKUP command. 



Screen Response 


Audio Response 


Action 


Amount of memory shown on 
screen is wrong or cursor is 
missing 


1 short beep 


Have the system unit 
serviced 


XX301 XXXKB 
ERROR 

(RESUIVIE="F1" KEY) 


2 short beeps 


Have the keyboard serviced 
(see Note 1 on the next 
page) 


301 

XXXKB OK 

ERROR, (Resume = "F1" key) 


2 short beeps 


Have the keyboard serviced 
(see Note 1 on the next 
page) 


Any error followed by 
ERROR. (RESUME="F1" KEY) 


2 short beeps 


Go to "Diagnostic Test Error 
Messages" 


Blank screen or may display 
anything 


Any response other than 1 short 
beep or continuous beep 


See Note 2 on the next page 


Screen has wrong or no color 


1 short beep 


See Note 2 on the next page 


Blank Screen or obvious TV- 
type problems (such as rolling 
screen or shadows) 


1 short beep 


See Note 2 on the next page 


Blank screen 


No response 


Have the system unit 
serviced 


Error message indicating disk 
or diskette loading problem 


1 short beep 


Go to "Loading Diagnostics" 


Blank screen or may display 
anything 


Continuous beep 


See Note 3 on the next page 
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Industrial Computer POST Errors (continued) 



Notes: 

1 . Make sure that the keyboard is connected correctly, and check for any objects or foreign 
material on the keyboard. If error 301 still appears after the keyboard has been serviced, 
have the system unit serviced. 

2. If you are using a non-IBM display, verify that the color is correct by disconnecting your 
display from the system unit and operating it normally. If you have an IBM Industrial 
Color Display, go to "Test 9000 - IBM Industrial Color Display" in this chapter. 

3. Do the following: 

a. Set the system unit's Power switch to Off. 

b. Disconnect the keyboard. 

c. Set the system unit's Power switch to On. 

d. DID THE FAILING SYMPTOM REMAIN? 

YES - Have the system unit serviced. 
NO - Have the keyboard serviced. 
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Formatting a Diskette 

During the diagnostic tests that follow, you will need a scratch diskette. (A scratch diskette is a 
formatted diskette with no data on it.) If you already have a scratch diskette, skip this section, 
and proceed to "Diagnostic Test Error Messages" in this chapter. If you do not have a scratch 
diskette, continue with this procedure. 

1 . Remove the Diagnostics diskette from the back of this manual. 

2. Set the system unit's Power switch to Off. 

3 . Open the drive cover door. 

4. Lift the drive load lever, remove any diskette that is in the drive, and insert 
the Diagnostics diskette. 

5. Close the drive load lever. 

6. Set the system unit's Power switch to On. 

7. Did an error message appear on the screen? 

Note: Refer to "Diagnostic Test Error Messages" on page 5-13 for a description of the 
error messages that may appear on the screen. 

YES - Press the Fl key, and proceed with Step 8. 
NO - Proceed with Step 8. 



5-8 Operator's Guide 



Formatting a Diskette (continued) 

8. Did the following appear on your screen? 



' INDUSTRIAL COMPUTER DIAGNOSTICS 

Version X.XX (C)Copy right IBM Corp. I98I , I9H 

SELECT AN OPTION ■ 

- RUN DIAGNOSTIC ROUTINES S 

1 - FORMAT DISKETTE ffi 

2 - COPY DISKETTE i| 

3 - PREPARE SYSTEM FOR RELOCATION ■ 
9 - EXIT TO SYSTEM DISKETTE H 

ENTER THE ACTION DESIRED B 



YES - Proceed with Step 9. 

NO - Remove the diskette and verify that it is the Diagnostics diskette and that it was 
inserted correctly. 

If the Diagnostics diskette was inserted correctly, have the system unit serviced. 

Note: If you are using a non-IBM display, you could experience data errors when you 
operate your diskette drive. To correct this problem, move the display a minimum of 30 
cm (12 in.) away from the system unit. 

9. Press 1 (FORMAT DISKETTE); then press the Enter key. If you are unable to enter the 
proper information have your keyboard serviced; otherwise, proceed with Step 10. 
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Formatting a Diskette (continued) 



10. Did the following appear on your screen? 



INDUSTRIAL COMPUTER DIAGNOSTICS 
Version X.XX (C)Copyriglit IBM Corp 19B1, 1983 

SELECT AN OPTION 

- RUN DIAGNOSTIC ROUTINES 

1 - FORMAT DISKEHE 

2 - COPY DISKEHE 

3 - PREPARE SYSTEM FOR RELOCATION 
9 - EXIT TO SYSTEM DISKEHE 

ENTER THE ACTION DESIRED 

WHICH DRIVE CONTAINS DISKEHE 
TO BE FORMAnED?_ 



YES - Press A; then press the Enter key. Proceed with Step 1 1 . 
NO - Have the system unit serviced. 



^ 



V 
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Formatting a Diskette (continued) 



1 1 . Did the following appear on your screen? 



r 



INDUSTRIAL COMPUTER DIAGNOSTICS 
Version X.XX (C)Copyriglit IBM Corp 1981, 1983 

SELECT AN OPTION 

- RUN DIAGNOSTIC ROUTINES 

1 - FORMAT DISKETTE 

2 - COPY DISKEHE 

3 - PREPARE SYSTEM FOR RELOCATION 
9 - EXIT TO SYSTEM DISKEHE 

ENTER THE ACTION DESIRED 

WHICH DRIVE CONTAINS DISKEHE 
TO BE FORMAHED? a 

INSTALL DISKEHE TO BE FORMAHEO, THEN HIT ENTER 



YES - Remove the i)/ag«05?/c5 diskette from the diskette drive. Insert a blank diskette, 
and close the drive load lever. Press the Enter key. 

The blank diskette will be formatted. When the in-use light goes out, remove the 
scratch diskette, and replace the Diagnostics diskette. Then proceed with Step 12. 

NO - Have the system unit serviced. 
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Formatting a Diskette (continued) 



12. Did the following appear on your screen after the diskette was formatted? 



SELECT AN OPTION 

D RUN DIAGNOSTIC ROUTINES 

1 FORMAT OISKEHE 

2 - COPY OISKEHE 

3 PREPARE SYSTEM FOR RELOCATION 
9 - EXIT TO SYSTEM DISKEHE 

ENTER THE ACTION DESIRED 

WHICH DRIVE CONTAINS OISKEHE 
TO BE FORMAHEO^ a 

INSTALL DISKETTE TO BE FORMATTED THEN HIT ENTER 



SELECT AN OPTION 

RUN DIAGNOSTIC ROUTINES 

1 - FORMAT DISKEHE 

2 COPY OISKEHE 

3 PREPARE SYSTEM FOR RELOCATION 
9 - EXIT TO SYSTEM DISKEHE 

ENTER THE ACTION DESIRED 



YES - Remove the diskette, insert the Diagnostics diskette, and continue with 
"Diagnostic Test Error Messages." 

NO - Return to Step 2 and try another blank diskette. Be sure to insert the diskette 
correctly. If the problem still exists, have the system unit serviced. 




7 
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Diagnostic Test Error Messages 



During the diagnostic tests, you may be asked to record an error message. This information is 
needed when you have your system serviced. 

Following are examples of error messages you may receive. A message ending in 00 means the 
test finished successfully. 



In the examples, X can be any alphanumeric character. 



Example 1 

XX:XX:XX 

ERROR - SYSTEM UNIT XXXX 



Example 2 

XX:XX:XX 
XXX KB OK 

ERROR. (RESUME = "FT'KEY) 



Example 3 

XXX KB OK 
XXXX 

ERROR. (RESUME= "F1"KEY) 



Example 4 

XXXX 
XXX KB OK 

ERROR. (RESUME = "FT'KEY) 



Warning: If Examples 2, 3, or 4 appear on your screen, it means that the POST detected an 
error. Pressing the Fl key allows the system to bypass the error condition for the diagnostic 
tests, but your system may not function correctly unless it is serviced. 

Continue with "System Testing Information." 
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System Testing Information 



Note: Tests are run only on the installed options in your IBM 553 1 Industrial Computer. 

Before a test runs, the test number is displayed on the screen along with instructions. Follow the 
instructions as they appear. If you receive an error message during any of the tests, record the 
error message and have the system unit serviced, unless otherwise stated. 

The minimum configuration required to perform customer diagnostics is: 

• System unit with 128Kb memory 

• One diskette drive 

• Display adapter 

• Display 

Some of the tests ask you IS THIS SCREEN CORRECT? Turn to the reference screen under 
the corresponding test number in this manual to compare the screens. 

If the screen is correct, press Y and then the Enter key to continue to the next screen or test. 

If the screen is incorrect, press N and then the Enter key. Record any error message that appears 
and have the system unit serviced, unless otherwise stated. 
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System Testing Information (continued) 



Have your system unit serviced if you get any of the following errors. Be sure your keylock key 
(if you have one) is with your system unit. 

• A parity check error 

• A ROM error 

• A screen with a blinking cursor and you are unable to continue 

• The same screen indefinitely and you are unable to continue. 

You are now ready to begin the diagnostics tests. If you have not formatted a diskette for each 
installed diskette drive, go to "Formatting a Diskette" earlier in this section before beginning 
the tests. 

Remember: During the tests, you may be asked to record an error. This information is needed 
to assist you in getting your system unit serviced. 

Continue with "Loading Diagnostics" in this chapter. 



Chapter 5 . Problem Determination Procedures 5-15 



Problem Determination Procedures 



Loading Diagnostics 



If you came here from "Formatting a Diskette," go to Step 1 1 . Otherwise begin with Step 1 . 

1 . Remove the Diagnostics diskette from the back of this manual. 

2. Set the system unit's Power switch to Off. 

3 . Set the power switches on all attached devices to Off. 

4. Open the drive cover door. 

5 . Open the drive load lever, and insert the Diagnostics diskette in the drive. 

6. Close the drive load lever. 

7. Set the power switches on all attached devices to On. 

8. Set the system unit's Power switch to On. 

9. Did the following appear on your screen? 



r 



XXX KB OK 

ERROR. (RESUME= "F1" KEY) 



YES - Press the Fl key; then proceed with Step 10. 



NO - Proceed with Step 10. 
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Loading Diagnostics (continued) 



10. Did the INDUSTRIAL COMPUTER DIAGNOSTICS menu screen appear? 



INDUSTRIAL COMPUTER DIAGNOSTICS 
Version X.XX (CJCopynqnt IBM Corp ig8l, 1983 

- RUN DIAGNOSTIC ROUTINES 

3 - PREPARE SYbTEM FOR RELOCATION 
9 - EXIT TO SYSTEM DISKETTE 

ENTER THE ACTION DESIRED 



YES - Proceed with Step 1 1 . 

NO - Remove the diskette and verify that it is the Diagnostics diskette and that it was 
inserted correctly. 

If the Diagnostics diskette was inserted correctly, have the system unit serviced. 

Note: If you are using a non-IBM display, you could experience data errors when you 
operate your diskette drive. To correct this problem, move the display a minimum of 30 
cm (12 in.) away from the system unit. 

1 1 . Press (RUN DIAGNOSTIC ROUTINES); then press the Enter key. If you are unable to 
enter the proper information have your keyboard serviced; otherwise, proceed with Step 12. 




7 
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Loading Diagnostics (continued) 



12. The installed devices menu appears. Does the screen correctly list all the installed devices 
and options that you have in your system? (If your printer is not listed, answer Yes.) 



Notes: 



a. The screen below is only a representation of the screen you will have depending on the 
configuration of your system. Refer to Appendix A to verify the options installed in the 
system unit and compare with the options listed on your screen. 



b. Cables will not appear in the list. 



S means the device or option is installed in the system unit. 



^ THE INSTALLED DEVICES ARE 

S SYSTEM BOARD 
S XXXKB MEMORY 
S KEYBOARD 

S COLOR/GRAPHICS MONITOR ADAPTER 
S 1 DISKETTE DRIVE(S) AND ADAPTER 
S PRINTER ADAPTER 
S ASYNC COMMUNICATIONS ADAPTER 
S 1 i-iXED DISK DRIVE(S) & ADAPTER 
S CLOCK ADAPTER 

IS THE LIST CORRtLT (Y/N) ? 



YES - Press Y; then press the Enter key. Proceed with Step 13. 



NO - Press N; then press the Enter key. Record the error message and have your system 
unit serviced. 



13. Press (RUN TESTS ONE TIME); then press the Enter key. 



You have loaded the diagnostic tests successfully. Continue with the tests on the 
following pages to perform a complete system checkout. 



Note: The tests are performed in sequence. Follow the steps and instructions that 
appear on the screen and use this manual as reference where indicated. 
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Test 100 - System Unit 



Did you receive a SYSTEM UNIT 100 message as shown below? 



SYSTEM UNIT 100 

THIS TEST TAKES UP TO TWO MINUTES 

PLEASE STAND BY 



YES - The system has completed this test successfully. Continue with the next test. 
NO - Have the system unit serviced. 
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5-100-1 



This page is intentionally left blank. 
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Test 300 - Keyboard 



1 . After approximately 2 minutes, did the following appear on your screen? 



r 



ODlQ 



[noannnnaannaa 



anmannaoQaaDiDDn 



aann 



nnfnnnmmnnnnfimmri 
mfm i innnfTirii 



PRESS EACH KEY ONE AT A TIME, HOLD FOR TYPEMATIC TEST 
IF NOT OK PRESS ' 'N ENTER' ' 



Note: If you are operating in a 40 x 25 mode it is normal for the screen to be split 
and overlapped. 

YES - Press each key once; then proceed with Step 2. 



NO - Press N; then press the Enter key. Record the error message, and have the system 
unit serviced. 
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Test 300 — Keyboard (continued) 



2. Did all the blocks change to characters as shown below? 



r 



asiaiiifflpaaaoiffliii^ 



PRESS EACH KEY ONE AT A TIME, HOLD FOR TVPE^IATIC TEST 
IF NOT OK PRESS ' 'N ENTER' ' 



YES - Press and hold any key. The corresponding character on the screen will 
blink. This is the typematic test. 

If the typematic test works correctly, press Y; then press the Enter key. Proceed 
with the next test. If the typematic test fails, press N; then press the Enter 
key. Record the error message, and have the keyboard serviced. 



NO - Have the keyboard serviced. 
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Test 400 - Monochrome Display and Printer Adapter 



1 . Do you have an IBM Monochrome Display and Printer Adapter installed in your system? 
NO - Continue with the next test. 
YES - Did the following appear on your screen? 



XX: XX: XX 

ERROR SYSTEM UNIT 



4xx 



NO - Continue with the next step. 

YES - Record the error message, and have the system unit serviced. 
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Test 400 - Monochrome Display and Printer Adapter (continued) 

2. Do you have an IBM Monochrome Display attached to the Monochrome Display and 
Printer Adapter? 

NO - Continue with the next test. 

YES - Did the following appear on your screen? 



r 



DISPLAY ATTRIBUTES 



THIS 


LINE 


IS 


AT NORMAL INTENSITY 


THIS 


LINE 


IS 


INTENSIFIED 


THIS 


LINE 


IS 


IN REVERSE VIDEO 


THIS 


LINE 


IS 


BLINKING 


THIS 


LINE 


IS 


UNDERLINED. 



YES - Press Y; then press the Enter key. Proceed with the next step. 



NO - Press N; then press the Enter key. Record the error message, and have the system 
unit serviced. 
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Test 400 - Monochrome Display and Printer Adapter (continued) 

3. Did the following appear on your screen? 



CHARACTER SET 



■•■"#«%', 1 <>»♦.-./■ 1 r 3 5 * ■ 7 9 ■> : ■ ; ■. H 

3 ft B C D e P B H I i V L. h N P 15 ei S T U " V W'. * Y Z "f \ 3 ' ■ _ 

a b c'd'e" f q.'h i t-.i m pRf si -t 'u -_v..w > y -i i ■ I . ■J'.'"..... 

u * S i A a y S ;^ ■* v.'l .t,'* A:*; * 4".'. * "^.Cij.V S.O if JV-.f- 

mHHI 



■J fi r n E IT >ji T s * « .» ii ^ * 



i M i n i M i HM iiiii mim iiiiiiiiiin-m 
IS THE SCREEN CORRECT? (Y/N) 



YES - Press Y; then press the Enter key. Proceed with the next step. 

NO - Press N; then press the Enter key. Record the error message, and have the system 
unit serviced. 
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Test 400 - Monochrome Display and Printer Adapter (continued) 



4, Did the following appear on your screen? 



r 



•M/Ci -.,'012345^789! j<=>'JrtBCOEFGHlJKLmOP3RSTlMJXr2:\]-_ abcdefghi jKlnn 
•«»VA '»t,-, '0123454789: !<=>'>3ABCDEFGri:jKLMN0PQRSTJA(X'';;N;'_~abCile+9h'jkltino 
•M;'A■')^^-./0123456"'89:;:=)"iweCDEFGH!JKLJ1^0PQRST^M(XY^^^]■_"abc(^^^9hlJklnnop 
nVA '0123456789: ;<=>'MBCOEFGHIJKL*«0PQRSTlMrf)C'Z[\]'_'abcde<9hijl(liinBpq 

i»^-./01^345^789:;<=>'^ABCDEFSh!JKL^t^0PQPSTl^W^[\]•_~abcde^9hlJl(l^lnoDqr 
Xi ' I**,-. '0l23454739:i^=;•'3ABCDEFGH!:KLf^0PlJRSTWY^[^J■ "a&cde^gfii jKlninopqrs 
4'<;*t,-./0:23456789:;'=>'»BC0EFGHlJKLM^0PQRSTl/Aj;O'2('l'_'at!cde<9h'jKliiinopqr5t 
'■>»♦,-. '01 2345678' : ; <=)'MBCDEFGHl JKLWOPQRSTLMJXYZt^ ] 'Jabcde+gh i jK Innoparstu 

»',-./0I234!4789:^=)"3ABC0EFGH!Ji(Lft<0FQRSTlM«X^Zt\;"_~abcdet9hullliinopqrstuv 
/012345i5789;|<=>'9ABCDEFGHIJKJ«0PQRSTiMJXY2[\]'_~abcdefghijl(ltinopqrstuw« 
«*,-./Gl23456''89:;<=>''3ABC0EFGrilJKLW0PQRS"'lWi)CY:i\]*_'abcdef9hijK'iiinopqrstu«wx 
♦,-./0:2345<i789:i<=>'MBCDEFGHIJKU«OPORSTlMmZ[\]- "abcde^ghijldnnopqrstuwiixy 
,-. 0123456789: ;(=>'»3ABCDEFGHlJKLW0PQRSTlWUX^Z[\:-_'jbcde<9hijl(lfinopqrstuwxyz 
-.'0123456"'8'':;<=>''MBCDEF5HIJKLMNOPQRSTlMJXr2[']- "abcdefghi jl(lnnopqrstuwuxyz{ 
.-D123456789;;<=)7MBC0EFGH]JKLrf40PQRSTlAm2[\:- 'abcdrfghi jklnnopqrstuuwx/zC 
'C : 23456789 :;',= ' ''JABCDEFGHl Ji<Ut^0P3RSTlAWXY2[ \] ' "abcde^ gh i jK Innopqrstuvwxyz { ! ) 
3:23456-89 ;'=;''*SBCDEFGH!JKLrt<OP(iRSmW\"[']' "abcdffgh jklninopqrstuwwxyz<ir 
:234567e9:;<=^7JABC0EFGHlJKUf<0PQRSTlMKYZ:\r_~abcde<9hijl(lninopq'-stuwuxyz{l)"O 

IS THE SCREEN CORRECT? (V/N) 



YES - Press Y; then press the Enter key. The system has completed this test 
successfully. Continue with the next test. 

NO - Press N; then press the Enter key. Record the error message, and have the system 
unit serviced. 
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Test 500 - Color/Graphics Monitor Adapter 



1 . Do you have an IBM Color/Graphics Monitor Adapter installed in your system? 
NO - Continue with the next test. 



YES - Did the following appear on your screen? 




YES - Press Y; then press the Enter key. Proceed with Step 2. 

NO - Press N; then press the Enter key. Record the error message, and have the system 
unit serviced. 



) 
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Test 500 - Color/Graphics Monitor Adapter (continued) 



2. Did the following appear on your screen? 

r 



CHARACTER SET 



IIIIMIIIIIIIIIIIIIIIIIII IIIIIIIIIIIITTn 
IS THE SCREEN CORRECT? (Y/N) — 



YES - Press Y; then press the Enter key. Proceed with Step 3. 

NO - Press N; then press the Enter key. Record the error message, and have the system 
unit serviced. 
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Test 500 - Color/Graphics Monitor Adapter (continued) 



3. Did the following appear on your screen? 



r. 



>'M-/A s)*t,-./ai3345i78fij{>>7MBCDEFGHIJKLm0PDRSTlMftYZ[\]- 'ibcdffgtiijkinn 
■«$:'.& ' '. ; tt , - ,/3 :2345A78»i ; ^lABCDEF-GHI JKl]tiOPQRSTUUUXY:[M 'Jabcdcf gh i jk liKo ' . 
■n:'^- ,-./01Z}456789i '; t= ■''MeCDEFGHIJKIiftOF'ORSTIMIXYZlM' 'abcdtf^hi jfclnnop 
HXi' ()»«,- . .'0 i 234S6789 : i <=) 'lABCDEFGh! JKLWO»ORSTUWXYZ[S] * 'abcdt^gh i jK Innopq 

vS]234S47B9!i'(3pMCDEFCH]JKlW0PQRSTIMJ]aZ[\] VibcdtfghtjKtnnopqr ' ' 
VA'f i»,-.-'0l2j4;i7B9i;<=}i3ABCDECGH!JKL!t4OPBRSTtMffYZrM- 'ibcdMghijKtnnapqrt . ^ 

'■ < *^ - . /g ! 234»78$ i i >^iA6CDEF0HI JKOnOPWSTtMffYZrj 'Jibcdf f gh i liin.opqr«t«v '■ 
.-.*«,-.. '0323436789: ;<s)73ABCDEFGHiJKLmDPQRSTIM«yZ[\]' ~ibcdefghijk1iinap;rstiiw 
** , - . i 23456789 : ; <» >'MBCOEFGHI JKUWOPSRSTOUUXYZIM ' 'abcotf gh i jt limapqrstuuiix V i 
* ,-. ''0123456789: ;{=>?inBCDEFGHlJKLWOPQRST'JUU)(YZ[\]- 'abedefghi jKInndpqrstuvuxr 
,-./0'.234567S?:;,3;'aAflCDEFGHIJKLmOPaRSTUUUXY2[M- ~abcde4ghiji(liinopqrs.tu«uxrL 
-./012j456789: ;<s>iHBCDEFGH!JKtWOPQRSTlUU)nZ{\r 'ibcdefgbijklmopqrstHVMiyzC . 
. /G: 23456789; ; '= '^iABCDEFGHl JKUliOPORSTIAJUXY2[\] ' 'abcdf ^gh i jklnnopqrstuwiiyzC ' 
'0!234567e9:;<s)7iABCOEFI]KlJKLIIlO»3RST|MXYZ!\J' ~ibcdtfghijk]iinopqrstuwu«y2(!} 
'.1234S±:8?:i''=''>UBC:EFGHlJKLWPGRSTIAJUXY:[\]- 'ibcdtfghijklnnopqrstuvuxyzdr 
: 234S673': 'MSCDEFfiMi' JKi/MOPQRSTUUUXYZi \ r.'abcdrf gh i jk Innopqrstuvuxyz { I }'D 

IS THE SCREEN CORRECT? (Y/N) 



YES - Press Y; then press the Enter key. Proceed with Step 4. 

NO - Press N; then press the Enter key. Record the error message, and have the system 
unit serviced. 




Chapter 5. Problem Determination Procedures 5-500-3 



Problem Determination Procedures 



Test 500 - Color/Graphics Monitor Adapter (continued) 



4. Did the following appear on your screen? 



' " ♦»«•/:&' f ) »+ ,-./0123456?S5'; ! <=>'4lABCDEF 
' i ,-./0 123456789: ; > ^BABCDEFG 

< ,-./0 123456789: ; >-"aABCPEFGH 
( )«♦,-. /0123456789: ; <=> 'SABCDEFGHI 
r/.&' C )«+ ,-./0 123456789: \ <= > ^SlABCDEFGhlJ 
<)»+ ,-./0123456789: 5 «'=>'3ABCDEFGHIJK 
&' < ;«+ ,-./0 123456789: ; <*>^aABCDEFGHI JKL 
' ()#+ ,-./0 123456789: ; <= >?3ABCDEFGHIJKLfl 
< ^*+ ,-./0123456789: ; <= > ''3ABCDEFGH IJKLMN 
)•+ ,-./0 123456789: j <s>?aABCDEFGHIJKLMNO 
•+ , - ./O 1 23456789 : ; <=>?aABCDEF6HIJKLMN0P 
+ ,-./0 123456789: • <=>?3ABCDEFGHIJKLMN0PQ 
,-./0 123456789: ; < = > '^aABCDEFGHIJKLMNOPQR 
-./ 01 23456789; ; <=>->BABCDEF6HI JKLMNOPQRS 
./Ol 23456789: ; <= ^ ''3ABCDEFGHIJKLMN0PQRST 
/0 123456789: ; <=>''aABCDEFGHI JKLMNOPORSTU 
01 23456789 ■ ; < = >''3ABCDEFGHIJKLMN0P0RSTUV 
1 23456789: ; <=>?aABCDEFGHIJKLMNOPQRSTUUU) 
IS THE SCREEN CORRECT? (Y/N) 



YES - Press Y; then press the Enter key. Proceed with Step 5. 

NO - Press N; then press the Enter key. Record the error message, and have the system 
unit serviced. 
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Test 500 - Color/Graphics Monitor Adapter (continued) 

5. Did the following appear on your screen with the correct colors? 
Note: Text in illustration is black for clarity. 




V 



IS THE SCREEN CORRECT? (Y/N) 



YES - Press Y; then press the Enter key. Proceed with Step 6. 

NO - Press N; then press the Enter key. Record the error message, and have the system 
unit serviced. 



Chapters. Problem Determination Procedures 5-500-5 



Problem Determination Procedures 

Test 500 - Color/Graphics Monitor Adapter (continued) 

6. Did the following appear on your screen with the correct colors? 
Note; Text in illustration is black for clarity. 




YES - Press Y; then press the Enter key. Proceed with Step 7. 

NO - Press N; then press the Enter key. Record the error message, and have the system 
unit serviced. 
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Test 500 - Color/Graphics Monitor Adapter (continued) 

7. Did the following appear on your screen? 
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Test 500 - Color/Graphics Monitor Adapter (continued) 

8 . Did the following appear on your screen? 

^VIOEOPAGEO 

0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 

TYPE ANY KEY TO DISPLAY NEXT PAGE 

\ 



YES - Proceed with Step 9. 

NO - Press N; then press the Enter key. Record the error message, and have the system 
unit serviced. 
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Test 500 - Color/Graphics Monitor Adapter (continued) 

9. There are eight video pages. Press any icey. VIDEO PAGE 1 appears. Continue to press any 
key until VIDEO PAGE appears. 

10. Did all eight pages appear? 

^VIOEOPAGEO 

0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 

WERE ALL 8 PAGES DISPLAYED? (Y/N) 

V " 

YES - Press Y; then press the Enter key. The SYSTEM UNIT 500 message appears 
briefly on the screen when the system has completed this test 
successfully. Continue with the next test. 

NO - Press N; then press the Enter key. Record the error message, and have the system 
unit serviced. 
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Test 600 - Diskette Drive 



1 . Remove the Diagnostics diskette. 

2, Does your screen match the one shown in the figure below? 

Note: X can be any alphanumeric character. 



' XXXXXX XXXX XXX 
•*.** WARNING ♦*** 
DATA WILL BE DESTROYED 
INSERT SCRATCH DISKETTE IN DRIVE A 
PRESS ENTER WHEN READY 



YES - Proceed with Step 3. 

NO - Record the error message, and have the system unit serviced. 
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Test 600 - Diskette Drive (continued) 



3. Insert a scratch diskette in drive A, and press the Enter key. 

4. Did the following appear on your screen? Is the drive type correct? 



XXXXXX XXXX XXX 
**** WARNING **** 
DATA WILL BE DESTROYED 

INSERT SCRATCH DISKEHE IN DRIVE A: 
PRESS ENTER WHEN READY 



DISKEHE A: IS DOUBLE SIDED 
IS THE DISKEHE DRIVE TYPE 
CORRECT - (Y/N) ?_ 



YES - Press Y; then press the Enter key. If you have two diskette drives installed in your 
system, go to the next step. If you have only one diskette drive, your system has 
completed this test successfully. Continue with the next test. 

NO - Have the system unit serviced. 



r 



? 
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Test 600 - Diskette Drive (continued) 

5. Did the following appear on your screen? 



r 



***WARNING*** 
DATA WILL BE DESTROYED 

INSERT SCRATCH DISKEHE IN DRIVE B 
PRESS ENTER WHEN READY 



YES - Remove the scratch diskette from drive A, place it in drive B, and press the Enter 
key. Go to the next step. 

NO - Have the system unit serviced. 
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Test 600 - Diskette Drive (continued) 



6. Did the following appear on your screen and is the drive type correct? 



r 



DISKEHE DRIVE B: IS DOUBLE SIDED 
IS THE DISKEHE DRIVE TYPE 
CORRECT -(Y/N)? 



YES ~ Press Y; then press the Enter key. The SYSTEM UNIT 600 message appears 
briefly when the system has completed this test successfully. Continue with the 
next test. 

NO - Have the system unit serviced. 
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Test 700 - Math Coprocessor 

1 . Do you have an IBM Math Coprocessor installed in your system? 
NO - Continue with the next test, 

YES - Did the following appear and remain on your screen for more than 10 seconds? 




V J 

YES - Have the system unit serviced. 
NO - Proceed with Step 2. 



I 
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Test 700 - Math Coprocessor (continued) 



2. Did the following appear on your screen? 



XX: XX: XX 

ERROR - SYSTEM UNIT 



7XX 



YES - Have the system unit serviced. 

NO - The system has completed this test successfully. Continue with the next test. 
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Test 900 - Printer Adapter 



Did the following error message appear on your screen? 



r 



XX:XX:XX 

ERROR - SYSTEM UNIT 



9XX 



YES - Have the system unit serviced. 

NO - The system has completed this test successfully. Continue with the next test. 
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Test 1 100 - ASYNC Adapter 



Do you have an IBM Combination Adapter or Asynchronous Communications Adapter installed 
in your system? 

NO - Continue with the next test. 

YES - Did either or both of the following error messages appear on your screen? 



r 



XX: XX: XX 

ERROR - SYSTEM UNIT 
ERROR - SYSTEM UNIT 



1 1XX 



12XX 



V J 

YES - Have the system unit serviced. 

NO - The system has completed this test successfully. Continue with the next test. 



Chapter 5 . Problem Determination Procedures 5-11 00- 1 



This page is intentionally left blank. 



5-11 00-2 Operator's Guide 



Test 1 400 - Graphics Printer 



The following appears on your screen. 

Note: If the Power is not switched On, a 14XX error occurs. 



r N 

' IS A PRINTER AHACHED TO THE PARALLEL ADAPTER 



V 



YES - Type Y; then press the Enter key. 

NO - Type N; then press the Enter key. Follow the directions on the screen. 
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Test 1400 - Graphics Printer (continued) 

The following printer test pattern should print. If the printout does not match the one shown 
below, refer to your printer manual or have the printer serviced. 

O 1 S 3 5 <£. ~^ O -P" s 3 < = > -P 
3ABCDEFGHI JKLMNO 

?mmmvd\v\ 

^ abcdef Qh i j k 1 mno 

012345(4789'. ;<=>? 
3ABCDEF6HI JKLMNO 

a.bc de f gh i j k 1 mn o 

HHHHHHHHHHHHHHHHHHHHHHHHHHHHHHHH 

HHHHHHHHHHHHHHHHHHHHHHHHHHHHHHHH 
HHHHHHHHHHHHHHHHHHHHHHHHHHHHHHHH 
HHHHHHHHHHHHHHHHHHHHHHHHHHHHHHHH 
HHHHHHHHHHHHHHHHHHHHHHHHHHHHHHHH 
HHHHHHHHHHHHHHHHHHHHHHHHHHHHHHHH 
HHHHHHHHHHHHHHHHHHHHHHHHHHHHHHHH 
HHHHHHHHHHHHHHHHHHHHHHHHHHHHHHHH 
HHHHHHHHHHHHHHHHHHHHHHHHHHHHHHHH 
HHHHHHHHHHHHHHHHHHHHHHHHHHHHHHHH 



If you have an IBM Industrial Color Display attached, go to Test 9000. If an IBM Industrial 
Color Display is not attached, the system has completed the problem determination procedures 
with no failures. Remove the scratch diskette from the diskette drive. Return the Diagnostics 
diskette to the back of this manual. Now you can load the operating system. 

If you have any other problems, contact your place of purchase. 



5-1400-2 Operator's Guide 



Test 1 500 - SDLC Adapter 



Do you have an IBM Synchronous Data Link Control Adapter installed in your system? 
NO - Continue with the next test. 

YES - Did the following error message appear on your screen? 



r 



XX:XX:XX 

ERROR - SYSTEM UNIT 



15XX 



YES - Have the system unit serviced. 

NO - The system has completed this test successfully. Continue with the next test. 
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Test 1700 - Fixed Disk Drive 



1 . Do you have a fixed disk drive installed in your system unit? 
NO - Continue with the next test. 
YES - The following appears on your screen. 



WARNING 
DATA ON CYLINDER 305 WILL BE 
OVERWRITTEN BY FIXED DISK WRITE TESTS 

DO YOU WANT TO INCLUDE FIXED DISK 
WRITE TESTS ON DRIVE C: (Y/N) ? 



Press Y; then press the Enter key if you want to include fixed-disk write tests. If you do not 
want to include fixed-disk write tests, press N. Then press the Enter key. 

Proceed with Step 2. 
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Test 1 700 - Fixed Disk Drive (continued) 



2. Did the following appear on your screen? 



Note: If you pressed N (no write test), PERFORMING WRITE TEST will not appear. 



DATA ON CYLINDER 305 WiLL BE 
OVERWRITTEN BY FIXED DISK WRITE TESTS 



DO YOU WANT TO INCLUDE FIXED DISK 
WRITE TESTS 0\ DRIVE C: (Y/N) ? y 
PERFORMING SEEK TEST 
PERFORMING WRITE TEST 
PERFORMING TRACK ZERO TEST 
PERi^ORMING SURFACE SCAN 
PLEASE STAND BY 



YES - The system is performing a test on the fixed disk drive. Proceed to Step 3 . 
NO - Have the system unit serviced. 



5-1 700-2 Operator' s Guide 



Test 1 700 - Fixed Disk Drive (continued) 



Note: The test on the fixed disk drive can take up to 5 minutes. 
3. When the test completed, did the following appear on your screen? 



XX:XX:XX 

ERROR - SYSTEM UNIT 



17XX 



YES - Record the error message, and have the system unit serviced. 

NO - The system has successfully completed this test. Press 9; then press the Enter 
key. Continue with the next test. 
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Test 2000 - BSC Adapter 



Do you have an IBM Binary Synchronous Communications Adapter installed in your system? 
NO - Continue with the next test. 

YES - Did either or both of the following error messages appear on your screen? 



r 



XX: XX: XX J 
ERROR - SYSTEM UNIT 

ERROR - SYSTEM UNIT 



20XX 



21 XX 



YES - Have the system unit serviced. 

NO - The system has completed this test successfully. Continue with the next test. 
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Test 2200 - IBM Personal Computer Cluster Adapter 

1 . Do you have an IBM Personal Computer Cluster Adapter installed in your system? 
NO - Continue with the next test. 

YES - Did the following error message appear on your screen? 



r 



XX: XX: XX 
ERROR - SYSTEM UNIT 



22XX 



YES - Have the system unit serviced. 
NO - Proceed with Step 2. 
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Test 2200 - IBM Personal Computer Cluster Adapter (continued) 



2. Did the following error message appear on your screen? 




TESTING - CLUSTER ADAPTER X 
THE STATION ADDRESS IS XX 
REMOTE I PL IS NOT SELECTED 

ERROR - SYSTEM UNIT 22XX 



PRESS ENTER TO CONTINUE 



V / 

YES - Have the system unit serviced. 
NO - Proceed with Step 3. 
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Test 2200 - IBM Personal Computer Cluster Adapter (continued) 

3 . The following appears on your screen. 



TESTING - CLUSTER ADAPTER X 
THE STATION ADDRESS IS XX 
REMOTE I PL IS NOT SELECTED 

DO YOU WANT TO DISPLAY THE 
CLUSTER STATUS (Y/N)? 



Note: When more than one Cluster Adapter is installed in an Industrial Computer, each of 
the adapters will be tested. 

4. Does the adapter number, station address, and remote IPL (Initial Program Load) 

information shown on your screen match the switch setting information you entered below? 

Note: Refer to Appendix A for any information required below. 

Cluster Adapter Number _ _ _ _ 

Station Address _ _ _ _ 

Remote IPL (Is/Is not) Selected 

YES - Proceed with Step 5. 

NO - If the adapter number, station address, or remote IPL information is not correct, 




have the system unit serviced. 
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Test 2200 - IBM Personal Computer Cluster Adapter (continued) 



5. Do you want to display the cluster status? 



^ TESTING - CLUSTER ADAPTER X 
THE STATION ADDRESS IS XX 
REMOTE I PL IS NOT SELECTED 

DO YOU WANT TO DISPLAY THE 
CLUSTER STATUS (Y/N)? Y 



Note: The cluster-status screen presentation will show up to 64 boxes that represent the 
stations in the cluster that have their Power switch set to On and are connected to the 
cluster bus. 

YES - Set the Power switches on all cluster system units to On. Press Y; then press the 
Enter key. 



Then proceed with Step 6. 



NO - The system has successfully completed this test. Remove the terminating plug, and 
attach the coaxial cable to the Cluster Adapter connector. 



Press N; then press the Enter key. Continue with the next test. 
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Test 2200 - IBM Personal Computer Cluster Adapter (continued) 

6. The following appears on your screen. 



TESTING - CLUSTER ADAPTER X 
THE STATION ADDRESS IS XX 
REMOTE I PL IS NOT SELECTED 

DO YOU WANT TO DISPLAY THE 
CLUSTER STATUS (Y/N)? Y 

CONNECT THE CABLE TO THE 
CLUSTER ADAPtER 

PRESS ENTER WHEN READY 



Disconnect the terminating plug, and attach the coaxial cable to the Cluster Adapter's connector. 
Press the Enter key. Proceed to the next page. 
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Test 2200 - IBM Personal Computer Cluster Adapter (continued) 

This page explains the cluster status that may appear on your screen. 
NN is any station address from to 63. 



N N 



The system you are using is indicated on the screen in blinking reverse video, 
and the box is marked by two asterisks. 




Stations that have their Power switch set to On are displayed in reverse video, 
and their boxes are marked by two Xs, 



If another Industrial Computer has the same station address as your Industrial 
Computer, a long beep will sound every 3 seconds. The box will be displayed 
in bhnking reverse video and will be marked by an X and 
an asterisk. 



A station address not in the cluster is indicated by a box displayed in normal 
video and not marked with Xs or asterisks. 



A Cluster- Access Error message may be displayed in reverse video. 
Proceed with Step 7. 
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Test 2200 - IBM Personal Computer Cluster Adapter (continued) 



7. Wait 15 seconds. Do all stations in the cluster appear and remain on the 
screen presentation? 



Note; This screen is for illustrative purposes only. 



r 










0, 


□ 







; ?1 ■ 


27 


30 


'■ ',3.J ■ 


32 


40 


41 


42 


50 


B1 


!}2 


60 


61 


07 



I 23 



.33 



43 



53 



63 



24 



34 



44 



2& 



35 



45 



5b 



15| hfil |W| 

H 



26- 



36 



46 



56 



27 



3-7- 



47 



38 39 



48 



58 



49 



59 



CLUSTER STATUS FOR ADAPTER X 
PRESS ANY KEY TO EXIT 



Notes: 



a. Your installation manager has a cluster map that lists the station addresses and the order 
in which the stations are connected. Compare the map and the status screen 
presentation to determine that all stations in the cluster are operating properly. 

b. The status screen shows all stations installed on your cluster, and is updated every 3 
seconds to show stations that are added to or removed from the cluster. 



YES - The system has successfully completed this test. Press any key and continue with 
the next test. 



NO - Proceed with Step 8. 



) 
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Test 2200 - IBM Personal Computer Cluster Adapter (continued) 

8. Did a box appear in blinking reverse video with an X and asterisk, and did a beep sound 
every 3 seconds? 



N N 

X * — 



YES - Another Industrial Computer has the same station address as your Industrial 

Computer. Compare your cluster map with the status screen presentation. Do 
the system diagnostic tests on the Industrial Computer missing from the cluster- 
status screen presentation. 

Have the system unit that contains the failing adapter serviced. 
NO - Proceed with Step 9. 
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Test 2200 - IBM Personal Computer Cluster Adapter (continued) 



9. Did a box appear in normal video with no Xs or asterisks for a station address that is in the 
cluster? 



Note: Multiple grounds on cluster cables may cause stations to appear on the status screen 
presentation intermittently. If this happens, notify your installation manager. 

N N 



YES - Go to Step 11. 

NO - Proceed with Step 10. 



) 
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Test 2200 - IBM Personal Computer Cluster Adapter (continued) 



10. Do you have a cluster-access error? 

Note: This screen is for illustrative purposes only. 

00000 1^ HEJSii 

[40] [71] [^T] [43] [44I pi] pel pT] pa] [49] 

000000000 0: 



60 61 Bi 



CLUSTER ACCESS ERROR 
PRESS ENTER TO CONTINUE 



YES - Proceed with Step 1 1 . 

NO - The system has successfully completed this test. Continue with the next test. 
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Test 2200 - IBM Personal Computer Cluster Adapter (continued) 



1 1 . You have stations that are not indicated on any status screen presentation, or by a cluster- 
access error message. 

• Perform the system diagnostic tests on a station that is not indicated on any status screen 
presentation or that has a cluster-access error. 

• If the diagnostic tests fail, have the system unit serviced. 

• If the diagnostic tests pass, continue performing the diagnostic tests until you test all of 
the stations that did not appear on any cluster-status screen presentation or that had a 
cluster-access error. 

• If the Cluster Adapters pass the diagnostic tests and the stations did not appear on the 
cluster-status screen presentations, contact your installation manager. The problem 
may be with the coaxial cable or a terminating plug. 

Note: If you have more than one cluster adapter installed in your system, go back to 
5-2200-1 and continue testing until all cluster adapters have been tested. 
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Test 2400 - Enhanced Graphics Adapter 



Note: Refer to Appendix A, "Option List" to determine the amount of graphics 
memory installed on your Enhanced Graphics Adapter. 

1 . Do you have an IBM Enhanced Graphics Adapter installed in your system? 
NO - Continue with the next test. 

YES - Is the amount of graphics memory displayed the correct amount for your system? 



Note: The screen may indicate 64Kb, 128Kb, or 256Kb graphics memory installed, 
depending on your system configuration. 

YES - Press Y; then press the Enter key and go to Step 3. 

NO - Press N; then press the Enter key and go to the next step. 




V 
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Test 2400 - Enhanced Graphics Adapter (continued) 

2. Did the following screen appear? 

XXXKB GRAPHICS MEMORY INSTALLED 

IS THIS CORRECT(Y/N)? 

HOW MUCH MEMORY IS INSTALLED(KB)? 



YES - Type in the correct amount of graphics memory installed and press Enter. Go to 
the next step. 



NO - Go to the next step. 
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Test 2400 - Enhanced Graphics Adapter (continued) 

3. Refer to Appendix A to determine your mode of operation. 
Are you operating in the Enhanced mode? 

NO - Continue with step 20. 
YES - Continue with the next step. 

4. Did the following appear on your screen (ignore any color problems for now)? 



r 



THIS LINE IS INTENSIFIED. 



YES - Go to the next step 
NO 



Press N; then press the Enter key. Record the error message, and have the unit 
that contains the adapter serviced. 



Chapters. Problem Determination Procedures 5-2400-3 



Problem Determination Procedures 



Test 2400 - Enhanced Graphics Adapter (continued) 



5. Examine the DISPLAY ATTRIBUTES screen. 
Are the colors correct? 

Note: There should be three different shades of each color. 



r 



DISPUY AHRIBUTES 

THIS LINE IS AT NORMAL INTENSITY. 

THIS LINE IS INTENSIFIED. 
THIS LINE IS IN REVERSE VIDEO. 

THIS LINE IS BLINKING. 

red 
green 
blue 



IS THE SCREEN CORRECT? (Y/N) ~>f( 



YES - Press Y; then press the Enter key. Continue with the next step. 
NO - Have the display serviced. 
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Test 2400 - Enhanced Graphics Adapter (continued) 



6. Did the following appear on your screen (ignore any color problems for now)? 



DISPLAY ATTRIBUTES 

THIS LINE IS AT NORMAL INTENSITY. 
THIS LINE IS INTENSIFIED. 
THIS LINE IS IN REVERSE VIDEO. 

THIS LINE IS BLINKING. 

ng BLUE 

OREEN 

mm CYAN 

BED 

mmwk 

^ WHITE 

IS THE SCREEN CORRECT? |Y|i| 



YES - Go to the next step. 

NO - Press N; then press the Enter key. Record the error message, and have the unit 




that contains the adapter serviced. 
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Problem Determination Procedures 

Test 2400 - Enhanced Graphics Adapter (continued) 



7. Examine the DISPLAY ATTRIBUTES screen. 
Are the colors correct? 

Note: There should be two different shades of each color. 



DISPLAY ATTRIBUTES 

THIS LINE IS AT NORMAL INTENSITY. 
THIS LINE IS INTENSIFIED. 

THIS LINE IS IN REVERSE VIDEO. 

THIS LINE IS BLINKING. 
555 BLUE 

^ vum 

BSa RED 

^ MAGENTA 
^ BROWN 

inE SCREEN CORRECT? (Y/N) 



YES - Press Y; then press the Enter key. Continue with the next step. 
NO - Have the display serviced. 




5 -2400-6 Operator' s Guide 



Test 2400 - Enhanced Graphics Adapter (continued) 



8. Did the following appear on your screen? 



r 



CHARACTER SET 



Q B f J=VJ ck - - ♦ !! >- 5 - i. * 

3ABCDEFBHI JH L'MNOPDRCrUVWXYZ t \ 3 ' 

'abcde-fghijl. Imnopqr'.-, tus^wK ys C IJ"^ 

C u 6 ' a a ^ a $ ' e e 6 t ; i £ « t » S ci 'ri tt- h <i- V a \i .t t ^ h . f 

■* C r n r ir II T f S I'J .S » y il s i ; _ I' J -:- s "> ■ - J n s ■ 



iiiii i iiiiiiiiiiiiiiiiiii iMiiniiiiiTTn 
IS THE SCREEN CORRECT? (Y/N) 



YES - Press Y; then press the Enter key. Continue with the next step. 

NO - Press N; then press the Enter key. Record the error message, and have the unit 
that contains the adapter serviced. 
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Test 2400 - Enhanced Graphics Adapter (continued) 



9. Did the following appear on your screen? 



^ 



"|t1'/.&\'»«,-..-D1234Se7S9:;'='^MBCDEFGrilJKLm0PQRSTiMU)(r2[M-_ ibcdffghijKliin 
'M'.:& ' '*t,-./Q:23<Si79«::<='''MB!:DEFGHlJKL.t<aPaitSTiM'XYZ[M-_~ibcdffgh!jkliino 
'W.A )*•,-. 0:234Se''8^: ; .= -'^»4eCDEFOMiu'KLmOP!IRSTUAJXY;[\] ' Jabcdr^ghi jklnnop 
< }«^ - ..''Q1234S67S?! ; t^JABCDEFGHI JKljmOPQRSTllU«(YZ[\] ' Jabcdef gh i jKlnnop^ 
S'-Ji -)*^-./0!234567E9:i(=>'W3CDEFSH!JKLln3PGR&TlJUUXYZ{^^_~lbcdf4ghlJtlllnopq^ 
•A ■»•,-. ']:23«4''9'!;- 'MBCPECGri!.'Kt*0PQRSTUiJUXlr:['I- ~iacde*gh:jRliiPopqp4 
&' ( >4t , - ./0 1 234567S'? : ; <=>'»BC{)EF6H1 JKLtf40P(IRSTlMU/YZ[ M 'Jabcdtf gh i jklnnopqrst 
**,-.-0I234;67BS;;'=<''aABC3EFGHiJKJt4DPOR5TLMAYZ[M' 'abcdffghi jklnnopqrstu 
' ••.-./'Oi:345£''S<;:;-= '3ABCDEFGH!JKLmOPORSTUUUXY2{\r_~ibcd»fghijklnnopqrstav 
■•%-.'!!:234Si!78«:;^='''MCDEFGHIJKLm3PQRSTUUUXr:[\I'JabcdefghijKliinopqrstuvw 
•«,-./C:234;j7g«:;t=}'>MBCDEFGHlJKLmOPGRSTUUU)(Y2!\:' "abcdefghijklnmopqrstuvun 
« .- ./C!234567S«: ; <= '''MBCDEFGH! JKLmOPDRSTUUUXY2[M ' 'abcde fghi jklnnopqrstuwxx 
,-.-0!23456789;;' = >''WBCDEFGH]JKLmQPgPSTllUUXYZ[M- 'abcdcfghijklnnopqrttuvuxxi 
-. 'C:2345i''6'): !''=:>^MECDEFShiJKJ»0PaRSTlMAY2[M' 'abcdefghijklimopqrstuwuxxzC 
,/G!2345A789:;<s)?M6C0EF6HlJKLK40P0RSTUU«(Y2[\r3l>cdHghijklnnopqrstuuMxyz{: 
'Qlj345i?E?:i'= 'MB:0EFGH:JKL.»f40P3RS''lM«(rZ[N]'_'abcdefghijk]iinopqrstuvuxyz{:} 
::2345rs'>;; st'JASCDEFtfKIJkLfftOPGRSfUW^ZC .rjabcde^ghrjkliinopqrstuwxyiCr 
!2:'4;s7S«:;-- ^JABCDE^uHIJKLf^SPQRSTJUUy^Z:':' 'abcdffghijklnnopqrstuuuxxzCiro 



YES - Press Y; then press the Enter key. Continue with the next step. 

NO - Press N; then press the Enter key. Record the error message, and have the unit 
that contains the adapter serviced. 




IS THE SCREEN CORRECT? (Y/N) 
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Test 2400 - Enhanced Graphics Adapter (continued) 



10. Did the following appear on your screen? 




. /0 1 23456789 : ; <= > ?aABCDEFGH I JKLMfsltDPORST 
/O 123456789; ; <= >?3ABCDEFGHIJKLMN0PQRSTU 
0123456789: j <= > ''alABCOEFGHIJKLMNOPQRSTU*^ 
123456789: s <=>?DABCDEFGHIJKLMNOPQRSTU»^U 
IS THE SCREEN CORRECT? (Y/N) 



YES - Press Y; then press the Enter key. Continue with the next step. 



NO - Press N; then press the Enter key. Record the error message, and have the unit 
that contains the adapter serviced. 



Chapter 5 . Problem Determination Procedures 
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Test 2400 - Enhanced Graphics Adapter (continued) 

1 1 . Did the following appear on your screen and are the colors correct? 
Note: Text in illustration is black for clarity. 



320X200 GRAPHICS 
COLOR SET 




IS THE SCREEN CORRECT? (Y/N) 



YES - Press Y; then press the Enter key. Continue with the next step. 



NO - Press N; then press the Enter key. Record the error message, and have the unit 
that contains the adapter serviced. 
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Test 2400 - Enhanced Graphics Adapter (continued) 

12. Did the following appear on your screen, and are the colors correct? 
Note: Text in illustration is black for clarity. 




YES - Press Y, then press the Enter key. Continue with the next step. 

NO - Press N, then press the Enter key. Record the error message and have the unit that 
contains the adapter serviced. 
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Test 2400 - Enhanced Graphics Adapter (continued) 



13. Did the following appear on your screen? 



640X200 GRAPHICS 




IS THE SCREEN CORRECT? (Y|l\l) 



YES - Press Y, then press the Enter key. Continue with the next step. 



NO - Press N; then press the Enter key. Record the error message, and have the unit 
that contains the adapter serviced. 
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Test 2400 - Enhanced Graphics Adapter (continued) 



14. Did the following appear on your screen, and are the colors correct? 

/ ^ 

640X200 11-CiiiR GRAPHICS 




BLACK BLUE GREEN CYAN RED MAG BROWN WHITE 




DARK LGHT IGHT LSrII LSilT LGHT YELLOW INT 
GRAY BLUE GREEN ms PF,3 MAG WHITE 



IS THE sciEEi mmim 



YES - Press Y, then press the Enter key. Continue with the next step. 



NO - Press N; then press the Enter key. Record the error message, and have the unit 
that contains the adapter serviced. 
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Problem Determination Procedures 

Test 2400 - Enhanced Graphics Adapter (continued) 

15. The following will appear if you have only 64Kb of memory on your Enhanced Graphics 
Adapter. 

Did the following appear on your screen? 
NO - Continue with the the next step. 
YES - Is the screen as shown below and are the colors correct? 



r 



640X35Q 4 COLOR GRAPHICS 



IS THE SCREE!\I CORRECT? (Y/I\l) 



YES - Press Y, then press the Enter key. Continue with the next step. 

NO - Press N; then press the Enter key. Record the error message, and have the unit 
that contains the adapter serviced. 
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Test 2400 - Enhanced Graphics Adapter (continued) 

16. The following will appear if you have 128 or more Kb of memory on your Enhanced 
Graphics Adapter. 

Did the following appear on your screen? 
NO - Continue with the the next step. 
YES - Is the screen as shown below and are the colors correct? 



r 



640X200 16-COLOR GRAPHICS 




BUCK BLUE 



\H RED MAG BROWN WHITE 



DARK LGHT LGHT L6HT LGHT LGHT YELLOW INT 
GRAY BLUE GREEN CYAN RED MAG WHITE 



IS THE SCREEN CORRECT? f¥/i| 



YES - Press Y, then press the Enter key. Continue with the the next step. 

NO - Press N; then press the Enter key. Record the error message, and have the unit 
that contains the adapter serviced. 
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Test 2400 - Enhanced Graphics Adapter (continued) 



17. Did the following appear on your screen? 



0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
QOOOOOOOOOOOOOOOOOOQOOOOOOOOOOOOOOOOOOOOOOO 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 

TYPE ANY KEY TO DISPLAY NEXT PAGE 



YES - Go to the next step. 

NO - Press N; then press the Enter key. Record the error message, and have the unit 
that contains the adapter serviced. 
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Test 2400 - Enhanced Graphics Adapter (continued) 



18. There are eight video pages. Press any key. VIDEO PAGE 1 appears. Continue to press 
any key until VIDEO PAGE appears. 

19. Did all eight pages appear? 




YES - Press Y; then press the Enter key. Your system has completed this test 
successfully. Continue with the next test. 



NO - Press N; then press the Enter key. Record the error message, and have the unit 
that contains the adapter serviced. 
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Test 2400 - Enhanced Graphics Adapter (continued) 



20. Refer to Appendix A to determine the mode of operation you are in. 
Are you in the Color mode? 
NO - Go to step 32. 

YES - Did the following appear on your screen (ignore color problems)? 



DISPLAY ATTRIBUTES 

THIS LifiiE iS liT fJORMAL INTENSITY. 
THIS LINE IS INTENSIFIED. 
THIS LINE IS IN REVERSE VIDEO. 

THIS LINE IS BUNKING. 

n BlUE 

KM mim 

^ w.mmik 

553 £liOWN 

^ mm 

IS THE SCREEN CORRECT? {YIN) 



YES - Go to the next step. 

NO - Press N; then press the Enter key. Record the error message, and have the unit 
that contains the adapter serviced. 
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Test 2400 - Enhanced Graphics Adapter (continued) 



21 . Examine the DISPLAY ATTRIBUTES screen. Are the colors correct? 
Note: There should be two different shades of each color. 



DISPLAY ATTRIBUTES 

THIS UK IS AT mmhi mmmw. 

THIS LINE IS INTENSIFIED. 

THIS LINE IS li REVERSE VIDEO. 

THIS LINE IS BLINKING. 



BLUE 
GREEN 
CYAN 
RED 

MAGENTA 
BROWN 

WHITE 

53 Il^e SCiEEi CiiBECT? |Y|i| 



YES - Press Y; then the Enter key. Continue with the next step. 
NO - Have the display serviced. 
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Test 2400 - Enhanced Graphics Adapter (continued) 



22. Did the following appear on your screen? 



■S ft B C D C h- G H I J C t. M N P ft S 1" IJ V W X Y Z C \ J ' _ 
t; i) e S S a 5 p e e 1 i i /. A ^ st S o n ft >.. d y n u * i.' V l\ i" 



YES - Press Y; then the Enter key. Continue with the next step. 

NO - Press N; then the Enter key. Record the error message and have the unit that 
contains the adapter serviced. 




CHARACTER SET 



iiiiiiiiiiiiiiniiiiiiiiiiiii rm 



IS THE SCREEN CORRECT? (Y/N) 
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Test 2400 - Enhanced Graphics Adapter (continued) 



23. Did the following appear on your screen? 



■nU- ( ,-./01234Si789: ; <=>?iABCDEFGHI JKLWOPORSTLMiXYZtM ' tbcdf fgh; jKInn 

*N''A < ! *t , - ./0 1 2345d78V': ; :=)->MeCDEFGH] JKLWOPDRSTIMAYn^l'.'ibcdf f qKi jkTlinefr ' " 
H-/A'(l*«.-. '012345«7B9! ;<='?iABCDEFG>tiJKLfl4af>ORST(MUXY2[\}Vibcdi49hijkliinopq;, . 
r'A <'■«^-./01234S67B9: ;<>>}WBCDEFGh'JKLr»0P0RSTUUiKYZ[\^/ibC'df49hijXWop4r'\ 
VA- ( )»«,-. '9:234SA-78«! ;--=)iMBCDEF5ri!JKLmOPOI!5TUUIi£(VZ!\]'-3t>cdf<ghNlilliirwi--^'^ 

- - ./Q! 234;d7B9 ! i <->?3ABC0EF6NI JKll«0PSR5TIMttYZ[Sr3bcdl«gh I'jklm^^ 
'■*4,-..'Dl234S«7B9:;<=PMBCDEFGHIJKlil40PDRSTlNUXYZ[\l' ~ibcd»fghi jkinnDpqrstuvH 
«^- 7012345«789: i<=>'MCOEFGNIJKLmOPQRSTI^UXYZ{\] ' JabcdiifghijIIInindpqrstuvux 
+ ,-./012345d789:;<=>?MBCDEFGHIJKLWOPORSTUW(Y2EM' 'abcdtfghijklnnopqrstuvwrr - 
, - . /012345i7Bf <->iMBCOEFGHlJKUtlOPaRSTlM«rZ!M ' ~«bcd(4gh i jklnnapqrstuMnyt . 
-./Q1234Sd7Bf!;<=>iMBCDEFGHIJKUtlOP0RSTlM4XY2[\]' 'abcdtfghi.jkliinopqrsluvMxyzC.: 
./0:2343i789: i<=i->M6CDEFGHIJKUf40PQRSTUUUXYZ;\J- 'ibcdHghijKlnnapqrstuvMxrzC 
'S ! 23455789; ; '.= '''WBCDEFGHI JKLmOPDRSTUUUXYZIM ' "abcdef gh i jk Innopqrstuwuxy: { ! } 
: : 234!i''89 : ; = . ''JABCDE'^SPI JkLrt^QPSRSTUUUXli Z;\] ' ~ibcd(f gh : jklnnopqrstuvuxyz ( i }" 
1234S6789: ; <s^i>MBCDEFGHIJKLmOPQRSTUUUXYZCM ' Jabcdef gh i jKlnnopqrstuuuxrzC I }1Ci 

IS THE SCREEN CORRECT? (Y/N) , 



YES - Press Y; then the Enter key. Continue with the next step. 

NO - Press N; then the Enter key. Record the error message and have the unit that 
contains the adapter serviced. 
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Test 2400 - Enhanced Graphics Adapter (continued) 



24, Did the following appear on your screen? 



! " ♦♦»■/.&' i )*+ ,-./0 12345678*; ! <=>?alABCDEF 
' f ,-./0 123456789: ; ^ = >?3ABCDEFG 

■' *♦»•/.&' ( )#"+ ,-./0 123456789; i <- > ^SABCDEFGH 
)*+,-. /0123456789! \ <= > 'SABCDEFGH I 
< )»+ ,-./0123456789: ; <= > ^SABCDEFGHIJ 
< )»+ , -./O 123456789; ; <= > '3ABCDEFGHIJK 
&'<;»+ , -./Ol 23456789: ; "'aABCOEFGHUKL 
' < J*+ ,-./0 123456789: ; <= > ?aABCDEFGriIJkLM 
( J*+ ./Ol 23456789; ; <=>''3ABCDEF6HIJKLMN 
1*+ ,-./0 123456789: ; <=>'?aABCDEFGHIJKLMNO 
*+ ,-./0 123456789: ; <=>'?aABCDEFGHIJKLMNOP 
+ . - . /O 1 23456789 ; ; «- = >?alABCDEFGHIJKLMNOPQ 
,-./0 123456789; ; <-> '■SlABCDEFGHIJKLMNOPQR 
-./ 01 23456789! ; <= > ?aABCDEFGH IJKLMNOPORS 
./O 123456789; ; <= ; ?3aBCDEFGHIJKLMN0PQRST 
-'0123456789! ; <= > ^ oIABCDEFGHIJKLMNOPQRSTU 
01 23456789: • <= > ■'SABCDEFGH IJKLMNOPQRSTUU 
1 23456789; j ^ = >'9alABCDEFGHIJKLMN0PQRSTU*^W 
IS THE SCREEN CORRECT? (Y/N) 



YES - Press Y; then the Enter key. Continue with the next step. 

NO - Press N; then the Enter key. Record the error message and have the unit that 
contains the adapter serviced. 
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Test 2400 - Enhanced Graphics Adapter (continued) 



25. Did the following appear on your screen and are the colors correct? 
Note: Text in illustration is black for clarity. 




YES - Press Y; then the Enter key. Continue with the next step. 

NO - Press N; then the Enter key. Record the error message and have the unit that 
contains the adapter serviced. 
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Test 2400 - Enhanced Graphics Adapter (continued) 

26. Did the following appear on your screen, and are the colors correct? 
Note: Text in illustration is black for clarity. 




YES - Press Y; then the Enter key. Continue with the next step. 

NO - Press N; then the Enter key. Record the error message and have the unit that 
contains the adapter serviced. 
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Test 2400 - Enhanced Graphics Adapter (continued) 



27. Did the following appear on your screen? 



640X200 GRAPHICS 





IS THE SCREEN CORRECT? (Y/N) 



YES - Press Y; then the Enter key. Continue with the next step. 



NO - Press N; then the Enter key. Record the error message and have the unit that 
contains the adapter serviced. 
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Problem Determination Procedures 



Test 2400 - Enhanced Graphics Adapter (continued) 



28. Did the following appear on your screen, and are the colors correct? 



640X200 16-COLOR GRAPHICS 




BUCK BLUE GREEN CYAN RED MAG BROWN WHITE 



iftiic 16KT mm mm m wmm mi 

GRAY BLUE Miim CYAN RED MAG WHITE 



IS THE SCREEN CORRECT? |¥/i| 



YES - Press Y; then the Enter key. Continue with the next step. 



NO - Press N; then the Enter key. Record the error message and have the unit that 
contains the adapter serviced. 
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Test 2400 - Enhanced Graphics Adapter (continued) 



29. Did the following appear on your screen? 



r 



I40X3S0 18- Of 64 COLOi iRiPHICS 




BLACK BLUE GREEN CYAN RED MAG BROWN WHITE 



DARK LGHT _ \ LGHT YELLOW INT 

GRAY SlUfi GREEN CYAN RED MAG WHITE 



IS THE SCREEN CORRECT? (Y/N) 



YES - Go to the next step. 



NO - Press N; then the Enter key. Record the error message and have the unit that 
contains the adapter serviced. 
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Test 2400 - Enhanced Graphics Adapter (continued) 



30. There are eight video pages. Press any key; VIDEO PAGE 1 appears. Continue to press 
any key until VIDEO PAGE appears again. 

3 1 . Did all eight pages appear? 



0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 

WERE ALL 8 PAGES DISPLAYED? (Y N) 



YES - Press Y; then press the Enter key. Your system has completed this test 
successfully. Continue with the next test. 

NO - Press N; then the Enter key. Record the error message and have the unit that 
contains the adapter serviced. 
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Test 2400 - Enhanced Graphics Adapter (continued) 

32. Refer to Appendix A to determine the mode of operation you are usin^ 
Are you operating in the Monochrome mode? 
NO - Continue with the next test. 
YES - Did the following appear on your screen? 



DISPLAY ATTRIBUTES 

THIS LINE IS AT NORMAL INTENSITY 
THIS LINE IS INTENSIFIED 
THIS LINE IS IN REVERSE VIDEO 

THIS LINE IS BLINKING 
THIS LINE IS UNDERLINED. 



IS THF SCRFFN CORRFCT? (Y N) 



YES - Press Y; then press the Enter key. Continue with the next step. 

NO - Press N; then the Enter key. Record the error message and have the unit that 
contains the adapter serviced. 



Chapters. Problem Determination Procedures 5-2400-29 



Problem Determination Procedures 



Test 2400 - Enhanced Graphics Adapter (continued) 

33. Did the following appear on your screen? 

^ 

CHARACTER SET 

C • • ♦ ♦ • ' B - O ; 7 » ► - ♦ !! =■ i _ t \ J — ^ I _ » T 

■li H fci c D t f" □ H r J i I. M N p D ft ;.; r ij V w X Y 7. [ \ : ■• _ 

' « h !r d e [■ ig h 1 i k 1 ni n n pi ij r fi t 1 1 y j f i 3 ^ 

C,' :i 6 A n ^ A ( & c e '. ; 1. .1 A It « f ii 6 u y a u « £ if 1% f 

rT T TTI I I I I I 1 1 I 1 1 1 1 I I I I 1 1 I I 111 H 1 1 I I 1 M 1 1 I 
IS THE SCREEN CORRECT? (Y/N) 

V J 

YES - Press Y; then press the Enter key. Continue with the next step. 

NO - Press N; then the Enter key. Record the error message and have the unit that 
contains the adapter serviced. 
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Test 2400 - Enhanced Graphics Adapter (continued) 



34. Did the following appear on your screen? 



'•Wfk (i**,-./012345i7S^i'')'>MBCDEF6HIJKlWDPaiiSTLMJ]OrZI\]-Jibcdif9hijltliin 

t'/ii ",■««,- ./0 1 234S«>8f ! ; '.- ; ?3ABCDEF6NIJKLn40PGR5TtMIXYZt \I gfij jvimopqr ' : 
&' ( !M , v/0123456789; t^MBCDEf GH1 JKLm0P0RSTIMm2[<r5att1itif^^^^^ 

S-./C12345i7S9: ; (3>?WBCDEFGH1 JKLWOPORSTUUUXYZlv]' ~abcdi>igh i jklnnopqrstuiiiny ^ , 
. - . .'C: 23454799 : ; {=}^MBCDEFGHI JKtlWDPQRSTllUUXYZrvi^^bcdi'f ghuKtiinopqrstaj^^^ 
-./0:234S47B9:;<=)iBABCDEF6KiJKLmBPQRSTUUUi(Y;!S-l- -~ibcdffgbijktuOHr«tiiVMxM ' 
./'D]2j45j7SP:i<=)?iMCI>EFGH]JKLmOPO8ST!M0[r7{Vr '■»tcM^ijlt]«if0^nilivtunli^ . 
'C:23456789::^=)'>3ABCDEF3NIJKLmD»9R5TUUUXY;i\]- 'ibcdffghi jklnnopqrstuvwyiC} 
0:22'i;j789;;-=:')»GCDEFGHIJKLWGRSTIAJUX>rZ[-,]- 'abcdefghijKlnnopqrituvyiiyzCI)*-. 
: 23456''9« : ; '= < ''MBCDEFGk: JK J^0PORSTUUUXYZ[M ' "ibcdtf gh i jk lnno»qrstuvuxyz( ; I'D ' 



YES - Press Y; then press the Enter key. Continue with the next step. 

NO - Press N; then the Enter key. Record the error message and have the unit that 
contains the adapter serviced. 
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Problem Determination Procedures 

Test 2400 - Enhanced Graphics Adapter (continued) 



35. Did the following appear on your screen? 




Note: The right block should be blinking. 

YES - Press Y; then press the Enter key. Continue with the next step. 

NO - Press N; then the Enter key. Record the error message and have the unit that 
contains the adapter serviced. 
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Test 2400 - Enhanced Graphics Adapter (continued) 



36. Did the following appear on your screen? 




YES - Go to the next step. 

NO - Press N; then the Enter key. Record the error message and have the unit that 
contains the adapter serviced. 
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Test 2400 - Enhanced Graphics Adapter (continued) 



37. There will be four or eight video pages, depending on the amount of graphics memory 
installed. Press any key; VIDEO PAGE 1 appears. Continue to press any key until 
VIDEO PAGE appears. 

38. Did all the pages appear? 



0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 
0000000000000000000000000000000000000000000 

WERE ALL X PAGES DISPLAYED? (Y N) 



Note: The X will be either 4 or 8, depending on the amount of graphics memory 



YES - Press Y; then press the Enter key. Your system has completed this test 
successfully. Continue with the next test. 

NO - Press N; then the Enter key. Record the error message and have the unit that 
contains the adapter serviced. 





installed. 
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Test 3600 - General Purpose Interface Bus Adapter 



1 . Do you have an IBM General Purpose Interface Bus Adapter installed in your system? 
NO - Continue with the next test. 
YES - Did the following appear on your screen? 



THE INSTALLED 6PIB ADAPTER(S) ARE: 
ADAPTER DMA INTERRUPT (IRQ) UNIT 

PRESS ENTER TO CONTINUE 



YES - Continue with the next step. 



NO - Have the unit that contains the failing IBM General Purpose Interface Bus Adapter 
serviced. 
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Test 3600 - General Purpose Interface Bus Adapter (continued) 



2. The following appears for each IBM General Purpose Interface Bus Adapter installed in 
your system. 

/ \ 

^ THE INSTALLED GPIB ADAPTER(S) ARE: 

ADAPTER DMA INTERRUPT (IRQ) UNIT 

PRESS ENTER TO CONTINUE 



Continue with the next step. 
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Test 3600 - General Purpose Interface Bus Adapter (continued) 

3. Does the information on your screen match the information recorded below? 

Note: If the information in the following table has not been filled in, refer to Appendix 
A, "Option List" and verify the information is correct. 

Adapter DMA Interrupt Unit 



1 

2 

3 

4 

5 

6 

7 



YES - Continue with the next step. 

NO - Check that all jumpers have been set correctly. Have the unit that contains the 
failing IBM General Purpose Interface Bus Adapter serviced. 
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Test 3600 - General Purpose Interface Bus Adapter (continued) 

4. Press the Enter key. 

5. Disconnect all cables connected to each IBM General Purpose Interface Bus Adapter, 



DISCONNECT ALL CABLES FROM 
THE GPIB AOAPTER(S) 

PRESS ENTER WHEN READY 



Continue with the next step. 
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Test 3600 - General Purpose Interface Bus Adapter (continued) 



6. Press the Enter key. 

7. Did an error message appear on your screen? 

YES - Record the error message and have the unit that contains the faiUng IBM General 
Purpose Interface Bus Adapter serviced. 

NO - Your system has completed this test successfully. 

Connect any cables you disconnected. 

Continue with the next test. 
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Test 3800 - Data Acquisition and Control Adapter 



1 . Do you have an IBM Data Acquisition and Control Adapter installed in your system? 
NO - Continue with the next test. 

YES - Did the following error message appear on your screen? 




J 



YES - Have the system unit serviced. 
NO - Continue with the next step. 
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Test 3800 - Data Acquisition and Control Adapter (continued) 

2. Did the following message appear on your screen? 

INSTALLED DATA ACQUISITION ADAPTER(S) 
ADAPTER INTERRUPT (IRQ) LEVEL UNIT 

PRESS ENTER TO CONTINUE 



Note: Refer to Appendix A, "Option List" to verify information is correct for 
options installed. 

YES - Continue with the next step. 
NO - Have the system unit serviced. 
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Test 3800 - Data Acquisition and Control Adapter (continued) 

3. Press the Enter key. Did the following message appear on your screen? 



DISCONNECT ALL CABLES FROM THE DATA 
ACQUISITION ADAPTER(S) AND AHACH A WRAP 
PLUG TO EACH DATA ACQUISITION ADAPTER 

PRESS ENTER WHEN READY 



Note: Refer to the following figure. Install a wrap plug on each installed IBM Data 
Acquisition and Control Adapter. 



YES - Follow the screen instructions and continue with the next step. 
NO - Have the system unit serviced. 
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Test 3800 - Data Acquisition and Control Adapter (continued) 

4. Did the following message appear on your screen? 

/ N 

f TEST ING DATA ACQUISITION ADAPTER X 
INTERRUPT (IRQ) LEVEL 7 



YES - Continue with the next step. 
NO - Have the system unit serviced. 
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Test 3800 - Data Acquisition and Control Adapter (continued) 



5 . Did the following error message appear on your screen? 



XX:XX:XX 
ERROR - SYSTEM UNIT 



38XX 



V / 

YES - Have the system unit serviced. 

NO - The system has completed this test successfully. Continue with the next test. 
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Test 4700 - Realtime Clock 



Did the following error message appear on your screen? 



r 



XX:XX:XX 

ERROR SYSTEM UNIT47XX 




YES - Have the system unit serviced. 

NO - The system unit has completed this test successfully. 

Note; If you have a printer attached, go to Test 1400. If you have an IBM Industrial 
Color Display attached, go to Test 9000. If you do not have a printer or an IBM 
Industrial Color Display attached, you have finished the problem determination 
procedures with no failures. Remove the scratch diskette from the diskette 
drive. Return the Diagnostics diskette to the back of this manual. Now you can load 
the operating system. 

If you have any other problems, contact your place of purchase. 
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Test 9000 - IBM Industrial Color Display 

Note: If your IBM Industrial Color Display requires service, the power cord must be 
returned with the display. Before returning your display for service, remove all accessories 
(such as an optional screen filter), if any. 

1 . Set the display' s Power control to On. 

2 . Is the display Power-on indicator lit? 

YES - Continue with the next step. 

NO - Check that the power cord is plugged in a functioning outlet and in the rear of the 
display. If it is, have the display serviced. 

3 . Set the system unit's Power switch to Off. 

4. Turn the controls on your display to the maximum brightness and contrast. If necessary, 
refer to the manual that came with the display for more information. 

5 . Look at the back of the display; turn the left (vertical-size) control to the minimum. 
Black areas should appear on the screen as shown in the following examples. 




Typical 5532 display 
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Test 9000 - IBM Industrial Color Display (continued) 




Typical 7534 display 




raster 

6. Does the screen look like one of the illustrations above? 

YES - For 5532 display, continue with step 7. 
For 7534 Display continue with step 8. 

NO - Have the display serviced. 

7. Are the black areas approximately the same size? 

Note: Answer this question NO only if one area is less than half the width of the other. 
YES - Continue with the next step. 
NO - Have the display serviced. 

8. 7534 Display: 

Turn the left (vertical size I) control until the black area just disappears. 
5532 Display: 

Turn the left (vertical size) control until the black areas just disappear. If one of the black 
areas disappears before the other, continue to turn the control until the second black area is 
gone. 

9. Is the entire screen white? 
YES - Go to Step 14. 

NO - Continue with the next step. 
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Test 9000 - IBM Industrial Color Display (continued) 

10. Set the display's Power control to Off. 

1 1 . Disconnect the display's signal cable from the system unit. 

12. Set the display's Power control to On. 

13. Is the screen white? 

YES - Have the system unit serviced. 
NO - Have the display serviced. 

14. Open the load levers on all diskette drives. 

15. Watch the screen and set the system unit's Power switch to On. 

16. Did the screen change from white to black when the system unit's Power switch was set to 
On? (The screen may remain black for only 13 seconds before changing again.) 

YES - Continue with the next step. 

NO - Have the display serviced. 

17. Wait for the power-on self-test (POST) to finish. The IBM Personal Computer Basic 
message, with a blinking cursor, appears unless an operating system is automatically loaded 
from a fixed disk drive. 

18. Is your screen blank? 

YES - Have the system unit serviced. 
NO - Continue with the next step. 

19. Is the screen rolling? 

YES - Continue with the next step. 
NO - Go to Step 23. 

20. Do you have an IBM 5532 Industrial Color Display? 
YES - Continue with the next step. 

NO - Have the display serviced. 

21 . Turn the vertical-hold control until the screen stops rolling. 
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Test 9000 - IBM Industrial Color Display (continued) 

22. Were you able to make the screen stop rolling? 
YES - Continue with the next step. 

NO - Have the display serviced. 

23. Does the screen have white characters on a dark background? 
YES - Go to Step 29. 

NO - Continue with the next step. 

24. Set the system unit's Power switch to Off. 

25. Set the display's Power control to Off. 

26. Disconnect the display's signal cable from the system unit. 

27. Set the display's Power control to On. 

28. Is the screen white? 

YES - Have the system unit serviced. 
NO - Have the display serviced. 

29. BASIC is needed for the following steps. Is the BASIC message on the screen? 
YES - Go to Step 32. 

NO - Continue with the next step. 

30. An operating system loaded from the fixed disk when you set the system unit's Power to 
On. When the C > appears on the screen, type BASIC and press the Enter key. 

31. Did BASIC load? 

YES - Continue with the next step. 

NO - Determine why BASIC does not load. After loading BASIC, continue with the 
next step. 

32. Type SCREEN 1 and press the Enter key. 

33. Type COLOR 7, and press the Enter key. 

34. Type CLS and press the Enter key. 

35. Move the brightness control from limit to limit. 
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Test 9000 - IBM Industrial Color Display (continued) 



36. Does the intensity of the screen presentation change? 
YES - Continue with the next step. 

NO - Have the display serviced. 

37. Increase the brightness and move the contrast control from limit to limit. 

38. Does the intensity of the screen presentation change? 
YES - Continue with the next step. 

NO - Have the display serviced. 

39. Increase the contrast on the display. Can you find your problem in the following examples? 





Tilted 




Changes size when 
brightness control 
turned 




Too narrow 




Out of focus 




Characters shifted left 
or right or up and 
down off the display 
area 



YES - Have your display serviced. 

NO - Continue with "Vertical-Size Adjustment' on the next page. 
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Test 9000 - IBM Industrial Color Display (continued) 

Vertical-Size Adjustment 

1 . Did you come directly from Step 39 of the previous section? 

YES - Go to Step 10. 

NO - Continue with the next step, 

2. Did you come here directly for a vertical-size adjustment? 
YES - Continue with the next step. 

NO - You should not be here. Return to the last step that sent you to this test. 

3 . BASIC is needed for the following steps. 

a. Open the load lever(s) on your diskette drive(s). 

b. Set the system unit's Power switch to Off. 

c. Wait 10 seconds and set the Power switch to On. 

4. After some delay, does the IBM Personal Computer BASIC message appear on the screen? 
YES - Go to Step 7. 

NO - Continue with the next step. 

5 . An operating system must have loaded from a fixed disk. When the C > appears on the 
screen, type BASIC and press the Enter key. 

6. Did BASIC load? 

YES - Continue with the next step. 

NO - Determine why BASIC does not load. After loading BASIC, continue with the 
next step. 

7. Type SCREEN 1 and press the Enter key. 

8. Type COLOR 7, and press the Enter key. 

9. Type CLS and press the Enter key. 

10. OK should appear in the upper-left corner of the screen. Adjust the left vertical control so 
the O in OK is an equal distance from the left edge and the top edge of the screen. 



5-9000-6 IBM Industrial Color Display 



Test 9000 - IBM Industrial Color Display (continued) 

1 1 . Were you able to make the adjustment? 
YES - Continue with the next step. 



NO - Have your display serviced if turning the left control does not change the vertical 
position of the screen. 

12. Is your display an IBM 5532 Industrial Color Display? 
YES - Continue with the next step. 

NO - Go to Step 19. 

13. Type SCREEN and press the Enter key. 

14. Type COLOR 0, 7 and press the Enter key. 

15. Type CLS and press Enter key. 

16. Thescreenisnow white with a black border. 

17. Are the black borders on the left and right about the same? 

Note: Answer this question with NO only if you see a significant difference in width. 
YES - Continue with the next step. 
NO - Have your display serviced. 

18. This concludes the manual test of your IBM 5532 Industrial Color Display. 

If you performed TEST 9000 because of a problem, return to the step that sent you to this 
test, unless you corrected the problem with one of the adjustments. 

If you performed a vertical-size adjustment only, this adjustment is completed. 

19. Is your display an IBM 7534 Industrial Color Display? 
YES - Continue with the next step. 

NO - Your display is not supported by this test. 

20. Type SCREEN and press the Enter key. 

21 . Type COLOR 0, 7 and press the Enter key. 

22. Type CLS and press the Enter key. 

23. Thescreenisnow white with a black border. 



Chapter 5. Problem Determination Procedures 5-9000-7 



Problem Determination Procedures 



Test 9000 - IBM Industrial Color Display (continued) 

24. Turn the right (vertical-size 2) control from limit to limit. 

25. Does the screen move? 

YES - Continue with the next step. 
NO - Go to Step 30. 

26. Are the black borders on the left and right of the screen about equal in width? 
Note: Answer this question with NO only if you see a significant difference in width. 
YES - Continue with the next step. 

NO - Have your display serviced. 

27. Adjust the right (vertical-size 2) control until the black border on top is about the same width 
as the border on the left. 

28. Were you able to make the adjustment? 
YES - Continue with the next step. 

NO - Have your display serviced if turning the right control does not change the vertical 
position of the screen. 

29. This concludes the manual test for your IBM 7534 Industrial Color Display. 

If you performed Test 9000 because of a problem , return to the step that sent you to this 
test, unless you corrected the problem with one of the adjustments. 

If you performed a vertical-size adjustment only, this adjustment is completed. 

30. Is your IBM 7534 Industrial Color Display attached to an Enhanced Graphics 
Adapter (EGA)? 

Note: Refer to the "Option List" that came with your computer for the 
required information. 

YES - Continue with the next step. 

NO - Go to Step 34. 

31. If you have problems with vertical size in high-resolution mode, load the program 
that contains the problem screen. Advance the program to a point where that screen 
is displayed. 
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Test 9000 - IBM Industrial Color Display (continued) 



32. Turn the right (vertical-size 2) control until the screen is adjusted to your satisfaction. 

33. Were you able to make the adjustment? 
YES - Go to Step 29. 

NO - Have your display serviced. 

34. Your IBM 7534 Industrial Color Display is attached to a Color Monitor Adapter 
(CGA). High-resolution is not possible in this mode. The right (vertical-size 2) control 
does not work. 

If you performed Test 9000 because of a problem, return to the step that sent you to this test, 
unless you corrected the problem with one of the adjustments. 

If you performed a vertical-size adjustment only, this adjustment is completed. 



Chapter 5. Problem Determination Procedures 5-9000-9 



Notes 



5-9000-10 



IBM Industrial Color Display 



Chapter 1 . Installing the Keyboard 



This manual tells you how to: 

• Cable the keyboard 

• Locate the Keyboard Utility diskette 

• Update DOS. 
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Installing the Keyboard 

Cabling the IBM Industrial Computer Keyboard 

Perform the following steps to cable the keyboard: 

1 . Set the system unit's Power switch to Off. 

2. Set the Power switches for all attached options to Off. 

3. Connect the 6-pin connector on the keyboard cable to the rear of the keyboard. 




Note: To remove the keyboard cable, press the chps in on the side of the 6-pin 
connector. Then remove the cable. 

4. Connect the other end of the cable to the system unit. 
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Updating DOS Using the Keyboard Utility Disl<ette 



Locating the Keyboard Utility Diskette 

The Keyboard Utility diskette is located in the Operator's Guide that came with your 
industrial computer. 

Updating DOS 

Note: You must have a display attached to your system unit to complete the 
following procedure. 

Because the IBM Industrial Computer Keyboard has more keys than a standard keyboard, you 
must update DOS on your system. When you update DOS, you are adding a program that 
allows the system to recognize the additional keys. 

Follow the procedure below to add the program to your DOS diskette or fixed disk drive. You 
should also use this procedure to update any backup DOS diskettes. Perform the procedure 
only once for each diskette. 

Updating Procedure 

Perform the following steps to update a diskette or a fixed disk drive: 

1 . Set the system unit's Power switch to Off. 

2. Set the Power switches for all external devices to Off. 

3 . Insert your DOS (3.0) diskette in drive A. 

4. Set the Power switches for all external devices to On. 

5. Set the system unit's Power switch to On. 

6. When the DOS prompt appears on the screen, remove the DOS diskette and replace it with 
the Keyboard Utility diskette. 

7. Type AUTOEXEC, and press the Enter key. 

8. Follow the instructions on the screen to update DOS. 

9. When you have completed all the instructions, the DOS prompt should appear on the screen. 
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Keyboard Utility Instructions 



Appendix A. Option List 



Note: When the Problem Determination Procedures ask you to refer to Appendix A to 
determine the "mode of operation," refer to this Option List to identify the options installed 
in your system and the type of display (monochrome, color, or enhanced color). 

IMPORTANT: Check those items shown below that are installed in your system. For installed 
options not shown, record the name and memory sizes under : 



Diskette Drives 

320/360Kb (Double-Sided) 
320/360Kb (Double-Sided) Optional 

Fixed Disk Drive 

^ lOMb Optional 



Base Memory 

128Kb 192Kb ^ 256Kb 



Display 

Monochrome Color ^ Enhanced Color 



Other Options 

) 

Use the space below and on the following page to record the name, and, if apphcable, other 
variable parameters of other options installed in your system. 
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Appendix A. Option List 



Adapter DMA Interrupt Unit S"^ o T 

/ ^4 

1 ^ 3>7?/f C-^^s^o-s^ 

3 V i^/^r^f^/e^/^/^/ds S'b^^ 

6 7 

7 (^!l>-o~>i^u^^i^^->w 

Cluster Adapter Number 

Station Address 

Remote IPL (Is/Is not) Selected 



Station Address 
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Instaiiation Requirements 



If your system has not been set up, refer to the IBM Indusiriai Compuicr Operator's Guide for 
insfuctions to install and set up the system. After the svstem is set up. install the Combination Adanicr 
cable using the instructions that follow. 

After you install the cable, file these instructions in the Operator's Guide 

Note: The Combination Adapter card should be installed in your system before you bcuin insiaiiing 
ihi:-: cable. If the adapter is not installed, refer to "Installing an Adapter Cara^in the Operator s Guide 
for installation procedures. 

TccI Required 

A small fiat-blade screwdriver is required to install this cable. 

Note: The non-IBM devices shown on the following pages are for illustration only, and iheir use here 
does not constitute a recommendation or an endorsement by IBM. The selection, interconnection, 
and use of another manufacturer's device are the responsibiliiy of the customer. 



Instaiiation instructions 

1. Set all power sv. itches to Off. 

2. Unplug the system unit's power cord from the wail outlet. 

3. Position the unit to allow access to the rear. 

4. Connect the cable (9-pin connector end) to the Combination Adapter connector ai the rear of the 
unit, as shown below. Tighten the screws by turning them clockwise. 



\ 




Rear view 



6219961 



Installation Instructions [continued) 



5. Connect the other end of the cable as shown below. Tighten the screws by turning them clockwise. 

Modem or other 
RS-232-C data 
communications equipment 
(user-supplied) 




Your IBM Combination Adapter cable is now installed and ready for use. File these instructions in the 
Operator's Guide 



Limited Warranty 



The International Business Machines Corporation warrants this IBM Industrial Computer 
Product to be in good working order for a period of 90 days from the date of purchase from 
IBM or an authorized IBM Industrial Computer Dealer. Should this Product fail to be in 
good working order at any time during this 90 day warranty period, IBM will, at its option, 
repair or replace this Product at no additional charge except as set forth below. Repair 
parts and replacement Products will be furnished on an exchange basis and will be either 
reconditioned or new. All replaced parts and Products become the property of IBM. This 
limited warranty does not include service to repair damage to the Product resulting from 
accident, disaster, misuse, abuse, or non-IBM modification of the Product. 

Limited Warranty service may be obtained by delivering the Product during the 90 day 
warranty period to an authorized Industrial Computer Dealer and providing proof of 
purchase date. If this Product is delivered by mail, you agree to insure the Product or 
assume the risk of loss or damage in transit, to prepay shipping charges to the warranty 
service location and to use the original shipping container or equivalent. Contact an 
authorized IBM Industrial Computer Dealer or write to IBM Industrial Computer 
Products, Marketing, P.O. Box 1328, Boca Raton, Florida 33432, for further information. 

ALL EXPRESS AND IMPLIED WARRANTIES FOR THIS PRODUCT 
INCLUDING THE WARRANTIES OF MERCHANTABILITY AND FITNESS 
FOR A PARTICULAR PURPOSE, ARE LIMITED IN DURATION TO A PERIOD 
OF 90 DAYS FROM THE DATE OF PURCHASE, AND NO WARRANTIES, 
WHETHER EXPRESS OR IMPLIED, WILL APPLY AFTER THIS PERIOD. 
SOME STATES DO NOT ALLOW LIMITATIONS ON HOW LONG AN IMPLIED 
WARRANTY LASTS, SO THE ABOVE LIMITATIONS MAY NOT APPLY 
TO YOU. 

IF THIS PRODUCT IS NOT IN GOOD WORKING ORDER AS WARRANTED 
ABOVE, YOUR SOLE REMEDY SHALL BE REPAIR OR REPLACEMENT AS 
PROVIDED ABOVE. IN NO EVENT WILL IBM BE LIABLE TO YOU FOR ANY 
DAMAGES, INCLUDING ANY LOST PROFITS, LOST SAVINGS OR OTHER 
INCIDENTAL OR CONSEQUENTIAL DAMAGES ARISING OUT OF THE USE 
OR OF INABILITY TO USE SUCH PRODUCT, EVEN IF IBM OR AN 
AUTHORIZED IBM INDUSTRIAL COMPUTER DEALER HAS BEEN ADVISED 
OF THE POSSIBILITY OF SUCH DAMAGES, OR FOR ANY CLAIM BY ANY 
OTHER PARTY. 

SOME STATES DO NOT ALLOW EXCLUSION OR LIMITATION OF 
INCIDENTAL OR CONSEQUENTIAL DAMAGES FOR CONSUMER 
PRODUCTS, SO THE ABOVE LIMITATIONS OR EXCLUSIONS MAY NOT 
APPLY TO YOU. 



THIS WARRANTY GIVES YOU SPECIFIC LEGAL RIGHTS, AND YOU MAY 
ALSO HAVE OTHER RIGHTS WHICH MAY VARY FROM STATE TO STATE. 



IBM Combination Adapter Cable f( 

Industrial Compute 



Inventory Checklist 

This carton contains: 

□ IBM Combination Adapter cable 

□ Wrap plug. 

If any items are missing or damaged, notify your place of purchase. 
Refer to the Limited Warranty statement on the back of this sheet. 



Terms and Abbreviations 



adapter. An auxiliary device or unit used to extend the 
operation of another system. 

ASCII. American Standard Code for Information Interchange. 
The standard code, using a coded character set consisting of 7- 
bit coded characters (8 bits including parity check), used for 
information exchange between data-processing systems, data 
communication systems, and associated equipment. The 
ASCII set consists of control characters and graphic characters. 

backup. Duplicating data from a fixed disk drive or diskette to a 
diskette which ensures availability of data in the event of loss or 
damage to the original. 

BASIC. Beginner's all-purpose symbolic instruction code. A 
programming language that uses common English words. 

basic input/output system (BIOS). The feature of the IBM 
Personal Computer that provides the level control of the major 
I/O devices, and relieves the programmer from concern about 
hardware device characteristics. 

binary synchronous communications (BSC). A uniform 
procedure, using a standardized set of control characters and 
control character sequences for synchronous transmission of 
binary-coded data between stations. 

BIOS. Basic input/output system. 

BSC. Binary synchronous communications. 

byte . A sequence of eight adjacent binary digits that are 
operated upon as a unit. A binary character operated upon as a 
unit. The representation of a character. 



characters per second (cps). A standard unit of measurement 
for the speed at which a printer prints. 

computer. A functional unit that can perform substantial 
computation, including numerous arithmetic operations or logic 
operations, without intervention by a human operator during a 
run. 

cps. Characters per second. 
CPU. Central processing unit. 

cursor. In computer graphics, a movable marker that is used to 
indicate a position on a display. A displayed symbol that acts as 
a marker to help the user locate a point in text, in a system 
command, or in storage. A movable spot of light on the screen 
of a display device, usually indicating where the next character 
is to be entered, replaced, or deleted. 

data. A representation of facts, concepts, or instructions in a 
formalized manner suitable for communication, interpretation, or 
processing by human or automatic means. Any 
representations, such as characters or analog quantities, to 
which meaning is, or might be assigned. 

DIP. Dual in-line package. 

DIP switch. One of a set of small switches mounted in a dual in- 
line package. 

disk. Generally, a magnetic disk. 

diskette. A thin, flexible magnetic disk and a semirigid 
protective jacket, in which the disk is permanently enclosed. 
Synonymous with flexible disk. 
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Terms and Abbreviations 



diskette drive. A device for storing data on and retrieving data 
from a diskette. 

display. A visual presentation of data. A device for visual 
presentation of information on any temporary character imaging 
device. To present data visually. 

FCC. Federal Communications Commission. 

fixed disk drive. In the IBM Personal Computer, a unit 
consisting of nonremovable magnetic disks, and a device for 
storing data on and retrieving data from the disks. 

flexible disk. Synonym for diskette. 

format. The arrangement or layout of data on a data medium. 

hardware. Physical equipment used in data processing, as 
opposed to programs, procedures, rules, and associated 
documentation. Contrast with software. 

head. A device that reads, writes, or erases data on a storage 
medium; for example, a small electromagnet used to read, 
write, or erase data on a magnetic disk. 

interface. A device that alters or converts actual electrical 
signals between distinct devices, programs, or systems. 

joystick. In computer graphics, a lever that can pivot in all 
directions and that is used as a locator device. 

Kb. 1024 bytes. 

load. In programming, to enter data into storage or working 
registers. 

magnetic disk. A flat circular plate with a magnetizable surface 
layer on which data can be stored by magnetic recording. See 
also diskette. 

Mb. 1 048 576 bytes. 

microprocessor. An integrated circuit that accepts coded 
instructions for execution; the instructions may be entered, 
integrated, or stored internally. 

modem (modulator-demodulator). A device that converts serial 
(bit-by-bit) digital signals from a business machine (or data 
communication equipment) to analog signals that are suitable 
for transmission in a telephone network. The inverse function is 
also performed by the modem on reception of analog signals. 

module. A program unit that is discrete and identifiable with 
respect to compiling, combining with other units, and 
loading. A packaged functional hardware unit designed for use 
with other components. 

monitor. Synonym for cathode ray tube display (CRT display). 



most-significant digit. The leftmost (non-zero) digit. See also 
high-order position. 

operating system. Software that controls the execution of 
programs; an operating system may provide services such as 
resource allocation, scheduling, input/output control, and data 
management. 

output. Pertaining to a device, process, or channel involved in 
an output process, or to the data or states involved in an output 
process. 

output process. The process that consists of the delivery of 
data from a data-processing system, or from any part of it. The 
return of information from a data processing system to an end 
user, including the translation of data from a machine language 
to a language that the end user can understand. 

personal computer. A small home or business computer that 
has a processor and keyboard and that can be connected to a 
television or some other monitor. An optional printer is usually 
available. 

power supply. A device that produces the power needed to 
operate electronic equipment. 

processor. In a computer, a functional unit that interprets and 
executes instructions. A functional unit, part of another unit 
such as a terminal or a processing unit, that interprets and 
executes instructions. Deprecated term for processing 
program. See microprocessor. 

program . A series of actions designed to achieve a certain 
result. A series of instructions telling the computer how to 
handle a problem or task. To design, write, and test computer 
programs. 

programming language. An artificial language established for 
expressing computer programs. A set of characters and rules, 
with meanings assigned prior to their use, for writing computer 
programs. 

programming system. One or more programming languages 
and the necessary software for using these languages with 
particular automatic data-processing equipment. 

prototype card. A blank circuit card which can be used to 
create custom adapters. 

RAM. Random access memory. Read/write memory. 

random access memory (RAM). Read/write memory. 

read-only memory (ROM). A storage device whose contents 
cannot be modified. The memory is retained when power is 
removed. 

read/write memory. A storage device whose contents can be 
modified. Also called RAM. 
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reverse video. A form of highlighting a character, field, or 
cursor by reversing the color of the character, field, or cursor 
with its background; for example, changing a red character on 
a black background to a black character on a red background. 

RF. Radio frequency. 

RF modulator. The device used to convert the composite video 
signal to the antenna level-input of a home TV. 

ROM. Read-only memory. 

ROM/BIOS. The ROM resident basic input/output system, 
which provides the level control of the major I/O devices in the 
computer system. 

run. A single continuous performance of a computer program 
or routine. 

schematic. The representation, usually in a drawing or diagram 
form, of a logical or physical structure. 

SDLC. Synchronous Data Link Control. 

sector. That part of a track or band on a magnetic drum, a 
magnetic disk, or a disk pack that can be accessed by the 
magnetic heads in the course of a predetermined rotational 
displacement of the particular device. 

setup. In a computer that consists of an assembly of individual 
computing units, the arrangement of interconnections between 
the units, and the adjustments needed for the computer to 
operate. The preparation of a computing system to perform a 
job or job step. Setup is usually performed by an operator and 
often involves performing routine functions, such as mounting 
tape reels. The preparation of the system for normal operation. 

signal. A variation of a physical quantity, used to convey data. 

software. Computer programs, procedures, and rules 
concerned with the operation of a data-processing system. 
Contrast with hardware. 

storage. A storage device. A device, or part of a device, that 
can retain data. The retention of data in a storage device. The 
placement of data into a storage device. 



Synchronous Data Link Control (SDLC). A protocol for 
management of data transfer over a data link. 

synchronous transmission. Data transmission in which the time 
of occurrence of each signal representing a bit is related to a 
fixed time frame. Data transmission in which the sending and 
receiving devices are operating continuously at substantially the 
same frequency and are maintained, by means of correction, in a 
desired phase relationship. 

syntax. The relationship among characters or groups of 
characters, independent of their meanings or the manner of their 
interpretation and use. The structure of expressions in a 
language. The rules governing the structure of a 
language. The relationships among symbols. 

text. In ASCII and data communication, a sequence of 
characters treated as an entity if preceded and terminated by 
one start-of-text and one end-of-text transmission control 
character, respectively. 

track. The path or one of the set of paths, parallel to the 
reference edge on a data medium, associated with a single 
reading or writing component as the data medium moves past 
the component. The portion of a moving data medium such as a 
drum, or disk, that is accessible to a given reading head position. 

translate. To transform data from one language to another. 

transmission. The sending of data from one place for reception 
elsewhere. In ASCII and data communication, a series of 
characters including headings and text. The dispatching of a 
signal, message, or other form of intelligence by wire, radio, 
telephone, or other means. One or more blocks or 
messages. For BSC and start-stop devices, a transmission is 
terminated by an EOT character. Synonymous with data 
transmission. 

typematic. Keyboard buttons that will repeat when held 
depressed. 

video. Computer data or graphics displayed on a cathode ray 
tube, monitor, or display. 

word. A character string or a bit string considered as an 
entity. See computer word. 

write. To make a permanent or transient recording of data in a 
storage device or on a data medium. 
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A 

adapters 

Cluster Adapter 5-3 
Combination Adapter 1-3 
Diskette Drive Adapter 1-3 

adapters, options 1-14 

adjustments 

keyboard tilt position 1-11 
vertical hold 1-13 
vertical size 1-13 

Alt key 1-7 



B 

Backspace key 1-7 
brightness control 1-12 



c 

cable 

combination adapter 1-4 

cable retaining brackets, installing the 2-5 

Caps Lock key 1-6 

Cluster Adapter, checking the 5-3 

Combination Adapter 1-3 

primary communications operation 1-3 
RS-232C communications 1-3 



Combination Adapter cable 1-4 
connecting cables, steps for 2-2 
contrast control 1-12 
controls 

brightness 1-12 

contrast 1-12 

power 1-12 

power-on indicator 1-12 

vertical hold 1-13 

vertical size 1-13 
Ctrl key 1-7 
Cursor Down key 1-9 
Cursor Left key 1-9 
Cursor Right key 1-9 
Cursor Up key 1-9 



D 

Del key 1-9 
diagnostics 

errors 5-13 

loading 5-16 

testing 5-1 

tests 5-16 
diskette 

formatting 5-8 

handling 3-2 

inserting in a diskette drive 3-4 
removing from a diskette drive 3- 
Diskette Drive Adapter 1-3 



Index 



display 

front view 1-12 
rear view 1-13 



E 



electrical connections, checking 5-1 
End key 1-9 
Enter key 1-6 
errors 

diagnostic testing 5-13 

POST 5-6 
Esc key 1-7 



filters 

IBM Industrial Color Display 4-4 

system unit 4-2 
formatting a diskette 5-8 
function keys 1-10 



keys 

Alt (Alternate) 1-7 

Backspace 1-7 

Caps Lock 1-6 

Ctrl (Control) 1-7 

Cursor Down 1-9 

Cursor Left 1-9 

Cursor Right 1-9 

Cursor Up 1-9 

Del (Delete) 1-9 

End 1-9 

Enter 1-6 

Esc (Escape) 1-7 

Home 1-9 

Ins (Insert) 1-9 

Minus 1-9 

Num Lock 1-9 

PgDn (Page Down) 1-9 

PgUp (Page Up) 1-9 

Plus 1-9 

PrtSc (Print Screen) 1-6 
Scroll Lock 1-9 
Shift 1-7 
Space bar 1-7 
Tab 1-7 



G 



graphics printer diagnostic test 5-1 400- 1 



H 



handling diskettes 3-2 
Home key 1-9 



loading diagnostics 5-16 
location of 

adapters 1 -4 

filter 1-4 

keyboard cable connector 1- 
Power switch 1-4 
power-cord connector 1-4 
system unit 1-4 



IBM industrial display 1-12 
in-use light (for diskette drive) 3-5 
Ins key 1-9 



K 



keyboard 

function keys 1-10 

numeric keypad 1-8 

typewriter keys 1-6 
keyboard tilt position, adjusting the 1- 



11 



M 

Minus key 1-9 

N 

Num Lock key 1-9 
numeric keypad 1-^ 



o 

options 

adapters 1-14 
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cable 1-14 

keylock 1-14 

screen cover (clear) 1-14 



system unit 

front view 1-4 
rear view 1-4 



P 



T 



PgDn key- 19 
PgUp key 1-9 
Plus key 1-9 



POST 2-8, 5-4 



Tab key 1-7 

thermal warning 3-6 

typewriter keys 1-6 

typical IBM Industrial Computer 



POST errors 5-6 

power control (on the display) 1-12 
power-on indicator (on the display) 1-12 
power-on self-test (POST), running the 2-8, 5-4 
PrtSc (Print Screen) 1-6 



vertical hold control 1-13 
vertical size control 1-13 



s 



Scroll Lock key 1-9 
Shift key 1-7 
Space Bar 1-7 



w 



write-protecting a diskette 3-3 
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